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Abstract In this paper, we extend the entropy conservative/stable algorithms
presented by Del Rey Ferndndez and coauthors [20,19] for the compressible Eu-
ler and Navier—Stokes equations on nonconforming p-refined/coarsened curvilinear
grids to h/p refinement/coarsening. The main difficulty in developing nonconform-
ing algorithms is the construction of appropriate coupling procedures across non-
conforming interfaces. Here, we utilize a computationally simple and efficient ap-
proach based upon using decoupled interpolation operators. The resulting scheme
is entropy conservative/stable and elementwise conservative. Numerical simula-
tions of the isentropic vortex and viscous shock propagation confirm the entropy
conservation/stability and accuracy properties of the method (achieving ~ p 4+ 1
convergence), which are comparable to those of the original conforming scheme
[5,42]. Simulations of the Taylor—Green vortex at Re = 1,600 and turbulent flow
past a sphere at Reos = 2,000 show the robustness and stability properties of the
overall spatial discretization for unstructured grids. Finally, to demonstrate the
entropy conservation property of a fully-discrete explicit entropy stable algorithm
with h/p refinement/coarsening, we present the time evolution of the entropy
function obtained by simulating the propagation of the isentropic vortex using a
relaxation Runge-Kutta scheme.
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1 Introduction

This paper is the final installment in a set of studies aimed at developing arbi-
trarily high-order, entropy stable, h/p-nonconforming schemes on curvilinear co-
ordinates for the compressible Euler and Navier—Stokes equations [29,20,18,19].
The efficient use of exascale concurrency on next generation hardware motivates
the search for algorithms that are accurate and robust. Moreover, essential to
efficiency is the ability to optimally use degrees of freedom through h-, p-, and r-
refinement/coarsening and communication hiding through dense compute kernels.
High-order methods are natural candidates for next generation hardware because
they are accurate and their ratio of communications to local computations is usu-
ally small; see, for instance, Refs. [32,33,2]. However, they have historically been
limited by robustness issues, which is even more important as problem size and
physics complexity increases.

When numerically solving partial differential equations (PDEs) it is impera-
tive to find a bound on the growth rate of the solution; otherwise, the possibility
exists that the solution could grow arbitrarily fast. This upper bound can be
established by ensuring that a numerical method is stable. For linear variable co-
efficient problems in arbitrary dimensions, a general and systematic approach to
ensure stability is the energy method because it can be applied to the continuous
as well as the semidiscrete model. The energy method becomes extremely powerful
when it is used in combination with the summation-by-parts (SBP) framework [22,
54] since it allows for the construction of provably stable schemes of any order.
SBP operators can be viewed as strong or weak form differentiation matrices that
mimic integration-by-parts (IBP) and are endowed with a telescoping property,
critical for provable stability. Via this property, SBP schemes (augmented with
appropriate interface coupling procedures, e.g., simultaneous approximation terms
(SATs) [7,8,38,39,9,55,43,44]) reproduce, in a one-to-one manner, continuous sta-
bility proofs. Therefore, they provide a road map for the development of provably
stable semidiscrete or fully discrete algorithms (see, for instance, Refs. [46,28]).

For nonlinear problems, a general and systematic approach for establishing
stability has yet to be found. Nevertheless, for a certain class of PDEs, progress
has been made. For conservation laws, Tadmor [56] constructed entropy conser-
vative/stable low-order finite volume schemes that achieve entropy conservation
by using two-point flux functions. When contracted with entropy variables, these
schemes telescope the entropy flux. Entropy stability is then achieved by adding
appropriate dissipation. For a review of these ideas see, for instance, Tadmor [57].

Tadmor’s approach was extended to finite domains and arbitrary high-order
finite difference WENO schemes in the work of Fisher and coauthors, who com-
bined the SBP framework with Tadmor’s two-point flux functions, resulting in
entropy stable semidiscrete schemes [24,26,25]. This approach inherits all of the
mechanics of linear SBP schemes for the imposition of boundary conditions and
interelement coupling and gives a systematic methodology for discretizing prob-
lems on complex domains; see, for instance, Refs. [5,44,62,42,31,61,14,12,28,21]



Title Suppressed Due to Excessive Length 3

and the references therein. An alternative method applicable to the compressible
Euler equations [40,64,48,49], uses specially chosen entropy functions that result
in a homogeneity property on the compressible Euler fluxes. Via this property, the
FEuler fluxes are split such that when contracted with the entropy variables, sta-
bility estimates result, which are analogous in form to energy estimates obtained
for linear PDEs.

Until recently, the superior robustness and reliability of entropy stable dis-
cretizations were only investigated for inviscid flows [30,63,45] or low-speed viscous
flows [27,35] in simple geometries. Recently, Rojas and coauthors [47] and Parsani
and coauthors [41] have shown that low- and high-order entropy stable discon-
tinuous spatial discretizations based on SBP—SAT operators provide an essential
step toward a truly enabling technology in terms of reliability and robustness for
underresolved turbulent flow simulations, flows with discontinuities, and flow past
complex geometries.

The objective of this paper is the extension of entropy stable p-nonconforming
algorithm presented in Del Rey Ferndndez et al. [20,18,19] for the compressible
Euler and Navier-Stokes equations in curvilinear coordinates to arbitrary h/p-
refinement/coarsening. The novel contributions of this paper are summarized as
follows:

— A general and simple entropy conservative/stable nonconforming algorithm is
proposed in curvilinear coordinates for the compressible Euler and Navier—
Stokes equations that

— Enables a simple extension of the algorithm in Refs. [20,18,19] that uses
the same type of interface SAT and, therefore, allows code reutilization
— Results in the solution of the discrete geometric conservation laws (GCL)
that is local to each element
Applies the metric approximation approach of Crean et al. [14] to arbitrary
h/p-nonconforming elements
— Ensures free-stream preservation by satisfying the discrete GCL conditions
— Is elementwise conservative

— Numerical evidence is provided to demonstrate that the scheme retains the

stability and accuracy properties of the conforming base scheme [5,42]

The paper is organized as follows. The notation is summarized in Section 2.
Next, and overview of the paper is given in Section 3. In Section 4, the h/p non-
conforming algorithm is detailed in the context of the linear convection-diffusion
equation. The required nonlinear mechanic necessary to extend the nonconforming
algorithm to the compressible Navier—Stokes equations is described in the simple
context of the Burgers’ equation in Section 5. Section 6 details the extension of
the nonconforming algorithm to the compressible Navier—Stokes equations. The
addition of interface dissipation that retains the provable properties of the base
algorithm is discussed in Section 7. Numerical experiments are detailed in Sec-
tion 8, while conclusions are drawn in Section 9. To give further insight into the
implementation of the algorithm, some key subroutines are provided in Appendix

A.
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2 Notation and definitions

The notation used herein is identical to that in Refs. [20,18,19]; readers famil-
iar with the notation can skip to Section 4. PDEs are discretized on cubes hav-
ing Cartesian computational coordinates denoted by the triple (£1,&2,&3), where
the physical coordinates are denoted by the triple (x1,x2,x3). Vectors are repre-
sented by lowercase bold font, for example u, while matrices are represented using
sans-serif font, for example, B. Continuous functions on a space-time domain are
denoted by capital letters in script font. For example,

U (&1,€2,8,t) € L (Jon, f1] X o2, Ba]  [a3, B3] x [0, T7])

represents a square integrable function, where ¢ is the temporal coordinate. The
restriction of such functions onto a set of mesh nodes is denoted by lower case bold
font. For example, the restriction of U onto a grid of N1 x N2 x N3 nodes is given

by the vector
u = [u (5(”,15) U (E(N),t)r,

where, N is the total number of nodes (N = N1N2N3) square brackets ([]) are
used to delineate vectors and matrices as well as ranges for variables (the context
will make clear which meaning is being used). Moreover, £ is a vector of vectors
constructed from the three vectors &1, &2, and &3, which are vectors of size Ny,
N3, and N3 and contain the coordinates of the mesh in the three computational
directions, respectively. Finally, £ is constructed as

E(3(i—1) +1:3i) = €W = [€1(0), &200), £3()] ",

where the notation w(i) means the i*" entry of the vector u and (i : j) is the sub-
vector constructed from u using the ith through jth entries (i.e., Matlab notation
is used).

Oftentimes, monomials are discussed and the following notation is used:

. . 1T
& =@y ,....@my]

and the convention that Elj =0 for j < 0 is used.

Herein, one-dimensional SBP operators are used to discretize derivatives. The
definition of a one-dimensional SBP operator in the §; direction, I = 1,2, 3, can be
found in Refs. [17,22,54]

Definition 1 Summation-by-parts operator for the first derivative: A ma-
trix operator with constant coefficients, DSD) € RM*Ni is an SBP operator of
degree p approximating the derivative 8%1 on the domain & € [ay, 8] with nodal
distribution & having N; nodes, if
1D) pj _ -pj—1
L DEPe =g i =0,1,....p;
-1
2. DSD) = (PgD)) QSD), where the norm matrix, PSD), is symmetric posi-
tive definite;
(1D) _ (g(1D) , 1g(1D)) g(1D) _ ap)\" gap) _ (gap)\T pab) _
3. QEz = <S§l + §E£l )’ SEL - <S§z ) ’ E&z - (EEL ) ) EEL -
diag (~1,0,...,0,1) = en,ex, —e1,el,, e, = [1,0,...,0]", and ey, = [0,0,...,1]".
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Thus, a degree p SBP operator is one that differentiates exactly monomials up to
degree p.

In this work, one-dimensional SBP operators are extended to multiple dimen-
sions using tensor products (®). The tensor product between the matrices A and
B is given as A ® B. When referencing individual entries in a matrix the notation
A(i, j) is used, which means the i*® j*" entry in the matrix A.

The focus in this paper is exclusively on diagonal-norm SBP operators. More-
over, the same one-dimensional SBP operators are used in each direction, each
operating on N nodes. Specifically, diagonal-norm SBP operators constructed on
the Legendre—Gauss—Lobatto (LGL) nodes are used, i.e., a discontinuous Galerkin
collocated spectral element approach is utilized.

The physical domain 2 C R3, with boundary I = 912 is partitioned into K
nonoverlapping hexahedral elements. The domain of the k™ element is denoted
by §2. and has boundary 92.. Numerically, PDEs are solved in computational
coordinates, where each (2, is locally transformed to £2,, with boundary I" = 8£2,,
under the following assumption:

Assumption 1 Fach element in physical space is transformed using a local and
invertible curvilinear coordinate transformation that is compatible at shared in-
terfaces, meaning that points in computational space on either side of a shared
interface are mapped to the same physical location and, therefore, map back to the
analogous location in computational space; this is the standard assumption that the
curvilinear coordinate transformation is watertight.

3 An overview of the paper

The required mechanics to construct entropy conservative/stable discretizations
can be involved and this is made exponentially worse by the introduction of non-
conforming interfaces. We have made an effort in this paper to help the reader
in understanding both the theory as well as the practical implementation. As a
result, there is a fair amount of material to digest. To help the reader further, in
this section, we highlight the main ideas and give a guided tour of the paper.

At its core, the entropy conservative/stable discretization requires an SBP
operator over the mesh and an appropriate two-point flux function. In other
words, given a discretization that maintains the SBP property, an entropy conser-
vative/stable discretization can always be constructed (assuming the continuous
theory exists and an appropriate two-point flux function can be found). This no-
tion allows us to separate the task of building an entropy conservative/stable
discretization into 1) finding a discretization that maintains the SBP property for
a linear analogue of the compressible Navier—Stokes equations and 2) extending
this discretization to the compressible Navier—Stokes equations and combining it
with an appropriate two-point flux function. This separation is also the approach
taken in this paper.

The SBP property of elementwise SBP differentiation matrices is extended to
the global SBP operator over the mesh by appropriate element coupling proce-
dures, e.g., SATs. The main difficulty in constructing appropriate SATs for non-
conforming interfaces is how to maintain the SBP property of the global mesh
level SBP operator.
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In Section 4, the construction of appropriate coupling procedures, obtained
by interpolating between nonconforming meshes, is introduced in the context of
the convection-diffusion equation (the linear analogue of the compressible Navier—
Stokes equations that we use to develop our schemes). We use the notion of macro
SBP operators over sets of nonconforming elements to elucidate the conditions
required to obtain the SBP property for the global SBP operator. However, there
are a multitude of ways of constructing appropriate interelement coupling and it is
important that the final SBP operator decouples from the conditions required on
the metric terms for free-stream preservation. The latter requirement leads to an
algorithm that only necessitates local elementwise approximations to the metric
terms so that the free-stream is preserved and entropy conservation/stability is
achieved. The construction of SATs that satisfy this additional constraint is the
main contribution of this paper. Moreover, in Section 4.4, we delineate how to
approximate the metric terms appropriately.

With our nonconforming discretization that results in a global SBP operator,
we then turn the attention to the required mechanics needed to construct an en-
tropy conservative/stable discretization. Since the procedure is involved, we first
focus on the simple context of the viscous Burgers’ equation; Section 5. Next, in
Section 6, we combine the nonconforming linear algorithm and the nonlinear me-
chanics to construct a discretization for the compressible Navier—Stokes equations.
To further guide the reader on how to practically implement the discretization,
we give additional details in Appendix A and Appendix B. The remainder of the
paper is as described in the introduction.

4 An h/p-nonconforming algorithm: Linear convection-diffusion
equation

In this paper, the focus is on curvilinearly mapped elements with interfaces that 1)
are conforming but have nonconforming nodal distributions, such as would arise
in p-refinement, 2) elements that have nonconforming faces, such as would arise in
h-refinement, and 3) arbitrary combinations of 1) and 2). The development of an
entropy stable h/p-refinement algorithm for the compressible Euler equations on
Cartesian grids is detailed in Ref. [29]. The extension to curvilinear coordinates and
p-refinement for the compressible Euler and Navier—Stokes equations is detailed in
the series of papers [20,19,18], where an interface coupling technique is introduced
that maintains, accuracy, discrete entropy conservation/stability and elementwise
conservation and requires only local solves to approximate metric terms. Herein,
the algorithm in Refs. [20,19,18] is extended to allow for arbitrary h/p-refinement
on unstructured grids for the compressible Euler and Navier—Stokes equations.

4.1 Continuous and semidiscrete analysis

A number of key technical difficulties that arise in developing a stable and conser-
vative nonconforming discretization for the compressible Navier—Stokes equations
are already present in the simpler context of the linear convection-diffusion equa-
tion. As a result, the proposed interface coupling procedure for both the inviscid
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and viscous terms are first presented for this simple linear scalar equation. In
Cartesian coordinates, the linear convection-diffusion equation reads

., 9 (amll) <~ 9P (bild) O
ot = Oxm _m_ ox2,

=1

where (aml) and a(b Y) are the inviscid and viscous fluxes, respectively. The sym-
bols am correspond to the constant components of the convection speed whereas
bm are the positive and constant diffusion coefficients. The stability of (1) can
be determined via the energy method, which proceeds by multiplying (1) by the
solution, (U), and after using the product rule yields

s e 2 o () - () ) e

m=1 m=1

Integrating over the domain, {2, using integration by parts, and the Leibniz rule
gives

d [,
a J, 2 -
;m: (ﬁ{—(amlxﬁ) +2u(lg;:)}nmmdr—2/n (W)Qde),

where n, is the m'™ component of the outward facing unit normal. What Eq. (3)

demonstrates is that the time rate of change of the norm of the solution, ||[U/||? =
/. o U%d2, depends on surface flux integrals and a viscous dissipation term. This
implies that, in combination with appropriate boundary conditions, Eq. (3) results
in a bound on the solution in terms of the data of the problem, and, therefore, a
proof of stability. The SBP framework used in this paper is mimetic of the above
energy stability analysis in a one-to-one fashion and results in similar stability
statements for the semidiscrete equations.

Derivatives are approximated using differentiation matrices that are defined
in computational space. To do so, Eq. (1) is transformed using the curvilinear
coordinate transformation ,, = xm (£1,&2,&3). Thus, on the kP element, the z,,
derivatives are expanded using the chain rule as

3

Z 3& i 82 _ Z 851 i 3&1 i
Oxm 08  0x2, ol Oxm 06 \ Ozm Oa )~

Multiplying by the metric Jacobian, (J«), Eq. (1) becomes

& 0 (amll) o6 0 [ 0. d(bmld)
Jﬁ—+ Z Jﬁa -t = Z Jﬁagcma& (axm 7. > (4)
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Herein, Eq. (4) is referenced as the chain rule form of Eq. (1). Bringing the
metric terms, j,.;aami, inside the derivative and using the product rule gives

3

aﬂ 9 (., 9 ’ 0 ( %3 ) _
T +z,m:15’fl (J T mu) > amué T =

l,m=1

29 08 0tq O(bmld) > 98, O(bmld) D 9&
2 a?l(j“axmamm 9a ) Z L Orm 060G (J”axm)'

l,a,m=1

The last terms on the left- and right-hand sides of (5) are zero via the GCL

relations
& B
> o (Feget) =0, m=123 (©

leading to the strong conservation form of the convection-diffusion equation in
curvilinear coordinates:

3

ou B B3 S 0& 0ta O(bmld)
JK—+ 2 98 (JK amu) > a—&(%amm AT ) (7)

l,a,m=1

The h-refinement procedure proceeds by subdividing the computational do-
main of parent elements, where children elements inherit the curvilinear coordi-
nate transformation of the parent element. It is therefore convenient to introduce
two computational coordinates:

— &, which is the mapping from the child element to physical space, i.e., the
computational coordinate system of the k™ element,
— &;, which is the mapping from the parent element to the physical space.

The mapping from children to parent elements is rectilinear. Thus, assuming that
the child element has a computational domain of [—1, 1]3, this transformation for
the x'" element is given by

o . (AL+Lk)

— 2 ¢ Ar =0l — 1! =1,2
él Afgl Af ’ l K K l ) :37 (8)

where Izlf.c and f& are the largest and smallest extent of the & coordinate in the
coordinate system of the parent element (§). Using Eq. (8) the Jacobian and
metrics are recast in terms of the Jacobian, J,.;, and metrics terms, j,i 8& , of the
parent element. This step results in

o4 2 0§ g.= ATASAS 5 o 06 ATASAY 0,

Orm  AF Oz’ 8 OTm 4AF " Oxm

(9)

Inserting Eq. (9) into Eq. (4) and multiplying by 8/ (Af A5 Af%) gives

3 ~
ou 2 . 06 O(amld) _ 4 . 0 [ 0hs Abmld)
‘7*‘ +l; A o 08 Z Ar AT D <8$m ¢, )

l,a,m=1

(10)
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Similarly, Eq. (5) is transformed to

3 3 2
au 2 0 (. 9% B 2 o ([, 06\
In g = AF 08 (‘7 g m”) & AF amU 5e, (j“ amm> -

. Li j 8él aéa a(bmu)
A 06\ 0w e 06

l,a,m=

3

S 4 O, O(bmld) O 4 €,
AFAL Oz Oa & \ " oz |

l,a,m=1

(11)
and Eq. (7) is transformed to

5. Z m K < 9, amu>

l,m=1

d [, 9& 9 dbmld)
Z A“An &, (j”axm Oxm O&q )

l,a,m=1

(12)

Directly discretizing Eq. (12) leads to semidiscrete schemes that are not guaranteed
to be stable. Instead, a well-known approach is to use a canonical splitting of the
inviscid terms that is constructed by using one half of the inviscid terms in Eq.
(10) and one half of the inviscid terms in Eq. (11) (see, for instance Ref. [10]). On
the other hand, the viscous terms are treated in strong conservation form. This
process results in

1 o 2 5& ; 94 0
z?_a{a&( B " >+Jﬂamagl<m“>}

3 3 ~ ~
_1 9% \\ _ 4 0 [, 06 9 O(bmlh)
2, Z { (J“axm»_lg;_l AFAg 96 (j“axm Om  0&a |’

(13)

where the last set of terms on the left-hand side are zero by the GCL conditions (6).
Now, consider discretizing Eq. (13) by using the following differentiation matrices:

D¢, = DD @1y ® Iy, De, =In® DUD) @ 1y, De, =In®IN® D1,
where Iy is an N X N identity matrix. The diagonal matrices containing the

metric Jacobian and metric terms along their diagonals, respectively, are defined
as follows:

« = diag (jn (E(l)) oo T (E(N")» ,

[J? 2 } = diag <Jk?(s<”)7...7jn$n<s(’“~>)> :
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where Nx = N3 is the total number of nodes in the element x. With these matrices,
the discretization of (13) on the x™ element is given as

duﬁ 5 - 851

4 — - = a K
Z AﬁAnb mDE 5! {75 8&] [JK %8 ] D, ux,

l,m,a=1 Lm Lm

3
1 2 . S
-3 2 {m”’“dlag(uﬁ) De, [Jﬁazm

l,m=1

where 1, is a vector of ones of the size of the number of nodes on the x'* element
and the SATs have been dropped as they are not important for the current analysis.
In the same way as in the continuous case, the semidiscrete equations have an
associated set of discrete GCL conditions

. 9§
O0xm

} 1, =0, m=123, (15)

that if satisfied, lead to the following telescoping and therefore, provably stable

semidiscrete form:
duy 2 A 6@ N 8&
KF Z A’{ < am {Dgl I:jn . jﬁ; o Dgl Uk =

lml

K

3 4 o o (19
S A 0p [jﬁ } {jn ] 0 .

AF AL O0xm T,

l,m,a=1

How to construct metrics that satisfy the discrete GCL conditions of Eq. (15) will

be detailed later in the paper and is one of the major contributions of this work.

In the next subsection, attention is focused on the construction of appropriate

interface coupling procedures that retain the stability (telescoping) properties of

the scheme represented by Eq. (16) across h/p nonconforming elements (the pure
p nonconforming case is detailed in Refs. [19,20,18]).

4.2 The nonconforming interface

To simplify both the analysis as well as the presentation of the semidiscrete scheme
discussed in this paper, it is convenient to focus the attention on a shared interface
between two elements only, one of which is h/p-refined. Without loss of general-
ity, five elements are considered that have aligned computational coordinates and
adjoin along a vertical interface; see Fig. 1. The focus is on nonconformities that
arise from both h refinement/coarsening as well as local approximations with dif-
fering polynomial degrees, as would result from p-refinement/coarsening. Thus,
the generic example, Fig. 1, considers a left element having polynomial degree
pL and a set of four right elements having polynomial degrees pr,, f = 1,2,3,4,
possibly all having differing degrees and not equal to py, (i.e., they originate from
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Left element: Right elements:
pL, R R pr:
DL QL EL L 53 ? * DRf QRf ERf
&1 61 & & 06 g
& R1 R3 f=12,3,4

Fig. 1: Generic surface used to describe the construction of various quantities as
well as to simplify the analysis of the semidiscrete schemes.

a conforming right element that has been h-refined and then p-refined/coarsened).
Therefore, the contributions from the left element are identified with subscript or
superscript L, and similarly for the right elements with subscripts or superscripts
Ry; see Fig. 1.

The analysis proceeds by developing macro matrix differentiation operators
over the five elements, i.e., composed of elements L and Ry, f = 1,2, 3,4, and then
determining the required modifications/restrictions so that the resulting operators
have the SBP property. A naive construction, in the computational coordinates of
the parent elements, would be the following operators:

L
Pe
1

D,

N
o™
Il

) I= 172737 (17)
Ry
De,

where the elementwise components of the SBP operators, for example Dlgl, are
constructed as

2
Dgl = ED&’ D¢, = DSD) ®lL®l,
1
A AL AL
PL = 1 82 3 PilD) ® PélD) ® PilD)’

AL AL
le _ 24 5 QD) g pUD) g (D),

L _ ASAY f ¢y (1D) (1D) L (.L (1D) _ p(1D)
Eé1E 4 {CN (eN)®PL ®PL — e (61)®PL ®PL },

where i, is an identity matrix of size Nﬁ/g X Nﬁ/g and NNy, is the total number of

nodes in element L.

The macro element operators 557 are not SBP (i.e., they do not telescope to
the boundaries). To make them SBP appropriate, the interelement coupling needs
to be introduced. For the 552 and 553 operators, this is achieved using standard

SATs. For the 55 operator, interpolation operators that interpolate information
from elements Ry to element L and vice versa are needed. For simplicity, the inter-
polation operators use only tensor product surface information from the adjoining
interface surface.
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With this background, general matrix difference operators between the five
elements are constructed as

= 5-13 5-1(¢ 1=

Focusing on the direction orthogonal to the interface (£1), the relevant matrices

are given by

P= diag (Pv, Pr,, PR, PRy, PRy) »
S 512 513 514 515

521 SR1
~ - Ro
Se= |5 s |
Sau1 Sés
~ 1
Ss1 5?“
< ALA T
512 = ° L ( ) £1D)IR1tOL ® P( D)IRNLOL?
x ARlARl T
So1 = — (e ) ®P(1D)|LtoR1 ® P(lD)lLton
. ALA T
Si3 = 5 ek ( ) ®P(1D)IRZtoL ® P<1D)|R2toLv
" ARZARQ T
531 = — (e ) P(lD)qu;oR2 ® P%{IQD)I%A:ORW
. ALA T
S = 3 ex ( ) ®P(1D)IR3toL ® PSD)IBI)’»stoLv (19)
~ ARsARs T
S41 =— (e ) (ID)ILtoRS & P(ID)lLtoRgv
- AL A T
Si5 = 2 3 ex ( ) ®P<1D)IR4toL ® PI(JlD)lgfistoL’
~ A%Asm R, [ L (lD) 2 (1D)
Ss1 = —Tel (61\1) ®P |LtoR5 & P |LtoR57
Ei ~
_ E22
Be, = ’

Ess
= AL AL T
E=— 24 3 eIf (elf) ® P£1D) ® PilD)7

. AR AR
Eoo = 2 3 e%l (6%1) ® P(lD) ® p(lD)

1
- AR pRs T
Ess = =2 2el}t (e}) @PL” @ PR,

and |lthOL and IitoRf are one-dimensional interpolation operators, in the ! direc-
tion, from the Ry element to the L element and vice versa.
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A necessary constraint that the SBP formalism places on D g is skew-symmetry

of the S; matrices. The block- diagonal matrices in S ¢, are already skew-symmetric
but the off diagonal blocks are not. Thus, it is necessary to satisfy the following
conditions:

Si2=-53, Sis=-S5, Su=-Si.

This implies that the interpolation operators are related to each other as follows:

1 A (1D) ! T (D)
lthoL AL (P ) (ILtoRf) PR1 ) l= 1727 f = 17273a4'

This property is denoted as the SBP preserving property because it leads to a
macro element differentiation matrix that is an SBP operator. The interpolation
operators from the left element to the right elements is constructed using an Lo
projection approach such that

l — (& ) MmE
ILtORf = (Mle) MthoRf

. Al
&1 (s 5\ — Rra(d) @) ¢ -
MRf(Z7.7) = /Ll L:él,RfL:él,Rfdgh )= 17 L) (pr + ]-) )
Ry

1 N — ) (j) s . -
MLtORf(’J)_/Ll L&Rf él’Ldgl, i=1,...,(pr, +1) j=1,....(pL+1),
Ry

where £V >R and £Y )L are the " and j*® Lagrange basis functions constructed

L f

from the nodes of element R and L in the parent elements coordinates, respec-
tively. Now theorems on the accuracy of the interpolation operators are presented

Theorem 1 The interpolation operator IitoRf s of degree min (Né/3 -1, Néﬁg - 1),

Proof The proof is standard and is not included for brevity. It follows by expand-
ing out the matrices and taking advantage of the interpolating property of the
Lagrangian basis functions (see, for example, Section 2.1.2 in Fredrich et al. [29]
(a mortar is introduced but conceptually the proofs are identical).

The interpolation operators Ik stoL, individually are not polynomial exact, but
rather, their combination is.

Theorem 2 The combined interpolation from the right elements to the left ele-
ment is of degree min (N1, — 2, Ng, — 2,..., Nwr, — 2), if the norms are suboptimal,
i.e., degree 2p— 1, otherwise it is of degree min (N1, — 1, Ny, — 1,...,Nr, — 1). In
the five-element example used herein, the combined interpolation operator, acting
on some function U, is

IR, toLUR,; + IR;toLUR, + IR3toLUR, + IR, toLUR,,

where uR, 1is the vector containing the evaluation of the function U at the nodes
of the abutting surface of the Ry element and

_ 12 3
IthoL = IthoL & IthoLa f =1,2,3,4.



14 David C. Del Rey Fernandez et al.

Proof This proof follows in the same way as proven elsewhere, for example, see
Ref. [29].

The semidiscrete skew-symmetric split operator given in Eq. (13), discretized

using the macro element operators Béz’ and metric terms, J, [j gffn} , leads to the

following scheme:

~ 3 2 o
du 1 ~ L 0& L 08 | = ~
dt + 9 lgil am <D§L |:;7;18an + K@xm D&L u
s " . (20)
I Z Am dlag(u) Dél |:j”6ml 1= Z Dél [Cl,a} Déa’lj,
I,m=1 m l,a=1
where
L
~ [ T T T T T }T o Ry
u = uL7uR1:uR27uR37uR4 y = dlag .. )
R4
[T s 0 -
7 9&
j 9 — [jﬁ amm}Rl
OTm, , (21)
5> 9€)
i [‘7“ ‘%"’}R

[Cl’m} Ry

As was the case in Eq. (14), a necessary condition for stability is that the metric
terms satisfy the following discrete GCL conditions:

> "D, [jn agl} i=o. (22)

Unfortunately, since 551 is not a tensor product operator and therefore, does not
commute with the other derivative matrix operators, discrete metrics constructed
using the analytic formalism of Vinokur and Yee [59] or Thomas and Lombard [58]
will not in general satisfy the discrete GCL condition required in Eq. (22). This
means that, instead, the metric terms have to be constructed so that they directly
satisfy the GCL constraints.

Remark 1 The metric terms are assigned colors; e.g., the time-term Jacobian:
94,
0T,

or the volume metric terms: [jm ] Metric terms with common colors form
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a set that must be computed consistently. For example, the time-term Jacobian
and the volume metric Jacobian may not be computed in the same way. Another
important set of metrics are the surface metrics, which are introduced in the next
subsection.

4.3 Isolating the metric terms

The discrete GCL system, Eq. (22) is highly underdetermined and couples the
approximation of the metric terms in all five elements. In general, the resulting
GCL conditions for arbitrary h/p-refinement would couple large sets of elements,
making the solution of Eq. (22) difficult if not impossible. Note that the GCL
conditions originate from the spatial discretization of the skew-symmetric split-
ting of the convective terms. Thus, if the approximation for those terms can be
appropriately modified, then a set of element-local discrete GCL conditions can be
constructed, making the problem tractable again. This is precisely the approach
taken in Refs. [20,19,18] in the context of p-refinement/coarsening, and it is the
same procedure used herein.

Examining the volume terms for the approximation of the skew-symmetric
splitting highlights how to decouple the discrete GCL conditions:

sl |5 04 . 06 | = | _
SO A NIATAR

Tr
A11 A1z A1z A1g Ass

+

—Aly Aoz R 06 ] =
_A;FS A33 + E: jnil + jf@ ! E; )
T &1 OTm OTm &1
—Aiy A
—Al; Ass
_ )t |5 9 . 06| oL
A11 = {Sfl |:jma$m + jﬁazm]Lsgl}a

5 9 rRA\T _ p0D) (1D)
A%A% |:‘7K/ Bxg;i| L (e%\[ (el f) ® PL I2thOL ® PL ISthOL)

Alf: T 3
() e ) [

R | 5 aé
Asy i [JK !

Il
w0

+

Ry

OTm, &1

jﬁél] strl ro12,34
Ry

(23)

The highlighted terms are responsible for the weak coupling in the discrete GCL
constraints. Note that these can be replaced with any design order quantities. The
approach taken here to decouple the discrete GCL conditions is to zero the terms

associated with the surface metrics on the element L, i.e., the terms [jﬁ 6851 }
m |1

and to specify the terms on the Ry elements, i.e., [jﬁ 0&; } .
R

ox,,
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NN
NN

o
N

4
4

(a) Original macro (non SBP) 651 opera- (b) Modified SBP macro element operator

tor without coupling. Dé1'

(¢) SBP macro element 651 organized in
lexicographical order.

Fig. 2: Nonzero pattern of the various macro Bél operators.

Remark 2 In contrast to the p-adaptation case [19,20,18], we do not use surface
metric terms from both sides of the element. This is because using surface metric
terms from the L element results in a coupled system of equations for the GCL
conditions in Eq. (22).

The action of the interface coupling is illustrated in Fig. 2. Using the above
approach, the discrete GCL conditions, Eq. (22), become (where contributions
from the boundary SATs have been ignored)

3 ~
L |5 94
>_D; {Jaxm} =

=1
ARs ARy 1 Y
2 A3 (PL> RY (PSD) ® PSD)) R | 7. $1 1L
4 OTm, .
AzRfA3Rf L\ ! . T (1D),2 (1D),3 - (‘)él r
B f (P ) Z RL (PL IthOL ® PL IthOL) K M RRf 1Rf7
f=1 g,

(24)
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T 1D 1D 5
o (o) e [t |
Ry

AR AL -1 . ¢
42293 (pr) RR, [JR &1 (pgfngtom ® png)ﬁtoRf) Ry 1y,

al’m
f
(25)

where

/AT [ RAT
RL=(ex) ®lL®IlL, Rgr, =(e; ®Ir; ®IR,.

/N

0z,

. = 0é, 10 . 2/3 2/3 o
The matrices [‘7,{, L } are of size NRf X NRf and their diagonal elements
Ry

are approximations to the metrics on the surface nodes of element Ry at the
shared interface. In order to decouple the five systems of equations in Eqs. (24)

PP
and (25), the terms in [.7,.@ 984 } need to be specified by, for example, using
Ry

O,

the analytic metrics, which is the approach taken in this paper. For later use,
we introduce notation for the macro element D, ,,, which is the macro element
o€,

operator constructed as described above for the metric terms T o

The next section reviews how to construct the metrics so that the discrete
GCL conditions in Egs. (24) and (25) are satisfied.

The presentation using the macro elements helps to simplify proofs and high-
light the main issues involved in developing appropriate coupling procedures at
the nonconforming interface. However, to give further insight into how to imple-
ment the algorithm in a computer code, here, we explicitly unroll the macro SBP
operators into the discretization on the five elements involved at the interface (we
give further details on implementation in Appendix A).
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On the L element, the discretization reads as

3 2 3
du;, 1 N 5 0§ L _ L [¢ L
TR ( [“7“ o | ¥ || D = 3 O [Cral 6

l,m=1

(eszl (eszl) ®P(1D)®P(1D)> {Jn 061 }

TTL

O0Tm

T .9
ex, (eif) ® P(LlD)|thoL ®P 1D)|thoL) [jn 3] } UR,
f

e o { (e (o) e o) ] o

a=1

4
a Z <e%\’1 (eif) ® PI(}D)@WWL ® PI(}D)I%ftOL) {Cl’a]ﬁ 6.
s

+ SATL )
(26)

where S AT}, contains the contributions from inviscid and viscous SATs on the
remaining faces of element L. Moreover, the auxiliary variables 8% and 05 7 have
been introduced. The first is constructed from

61 = D ur, — fPLl Z {<6Nl (eNl) @ PP g PSD)> a,

4
Z (eNl (ell ) ® PSD)IthOL ® P(lD)IthOL) UR;

(27)
The discretization on the R elements reads
dur, 1 < .98 . 0, Rf R,
Ry dt +§ Z Diz j;s Ty jn . Z D [Cl a} fea
l,m=1 Ry Ry l,a=1
2 R R aé
_ D D 5 1
_PR: Z (ehf (ellf) X P(1 ) ® P(l )) [JK B } UR,
m=1 m ¥
T 5 0
(e (65" P, 0P, ) [0 22] )
m

(eif (eif> ® ngD) ® ngD)) [61,4 0

Ry

eif (e%vl)T @ Pg,?)ILtORf ® P( )lLtoRf) [Cl,a}L 95}

(28)
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where SATR, contains the contributions from inviscid and viscous SATs on the
remaining faces of element Ry, and

3
R, 1__ R; [ R\ T 1D 1D
aRf = DélfuRf + §PR; z : {(el1f (el1f) ® Pg:{f ) ® P%f )) uRf
a=1

R T D D
E (ellf (ek,) @PL R ior, @ P, Nimm) uL} :

(29)

4.4 Metric solution mechanics

This section details the approximation of the metric terms so that entropy stability
and free-stream preservation are maintained. There are two sets of metrics that
need to be approximated, the volume metrics and the surface metrics. What needs
to be satisfied are the discrete GCL equations (24) and (25), which are recast
below in a form that is more convenient for developing a solution procedure. Thus,
multiplying the discrete GCL constraints by —1, using the SBP property Q =
—QT +E, and simplifying the expressions gives

i (QE)T {j“aiikh =

=1

~ r
ARs ARs 4 w
=3 Z R’E (PilD)I%{ftoL ® PilD)I%{ftoL) Tk afl RRf 1Rf7

. Of
RR, [JH afl } (ngD)lime ® ng>|itoRf) Ry ¢ 11,

f (31)

where Ig, is an identity matrix of size Né{cg X Ng, and Ng, is the total number
of nodes in element Ry.
Note that the contributions from the E; from the left-hand side (i-e., coming

from the step Q = —Q™ + E) related to the boundaries of the macro element are
ignored. These contributions interact with the boundary SATs in the same way as
the interface.

The metric terms in Egs. (30) and (31) are set by solving a strictly con-
vex quadratic optimization problem, based on the algorithm proposed in Crean
et al. [14] (see also Refs. [20,18]). Here the procedure is exemplified in terms of
the discrete GCL system on the L element:

min ! (aL at )T (aL ak )
o m — Wm, target m — Wm, target | »
al, 2 (32)
subject to MLaI,;1 = c%n, m=1,2,3,
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where the vectors al, and a%l,target are the optimized and target volume met-
ric terms, respectively. Herein, the analytic metric terms are the target volume
metrics. Furthermore,

T _ 1|5 04 . o . O3
el [ 1))

and

Rf ,R; 4 . 9T

A T AL . O¢

L 2 3 T (1D),2 (1D),3 1

Cm =" ; R (PL IR toL @ Pp, |thoL) [J» E)CL'm:| Rr, ¢ 1r;,
B f

with a%, of size 3N1, x 1, MY of size Ny, x 3Ny, and ¢k, of size Ny, x 1, where Ny,
is the total number of nodes in element L. The optimal solution, in the Cartesian
2-norm, is given by (see Proposition 1 in Crean et al. [14])

¥
L L L L L L
Ay, = Qo target — (M ) (M Qo target — cm) ) (33)

where (ML)T is the Moore—Penrose pseudoinverse of ML, This pseudoinverse is
computed using a singular value decomposition of M

o ()7 () v () ()]

The unitary matrix UY is of size NL, x N, slisa diagonal matrix of size Ny, X
N1, containing the singular values of ML, and (VL)T is of size Np, x 3Ny, with
orthonormal rows. The optimal solution a%, given by Eq. (33) satisfies the discrete
GCL relations (30) if the following constraint is satisfied:

17t =o. (34)
The constraint (34) is a discrete approximation to the integral of the GCL equa-
tions over the domain {21, i.e.,
3

TL o (., 0§ A_%?’AGEAZAA_
17k, ~/Quzlaél <j“axm> A= ¢ 3 Gugtngal =0, (39)

Li=1

. op D
In fact, our approach is to specify the surface metric terms [j,{ aaf‘ ] such that
oo R,

1501?1 is exactly equal to the surface integral term on the right-hand side of Eq.
(35).

The constraint Eq. (34) arises because M™ has one zero singular value associ-
ated with the constant singular vector. This implies that in order for Eq. (30) to
have an exact solution, ¢k must be orthogonal to the constant vector (see Ref.
[20] for a complete discussion). The next theorem is one of the main results of this
work and gives the conditions on the analytic metric terms so that the constraint
Eq. (34) is satisfied.
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. s D
Theorem 3 If the analytic metric terms used to populate {jﬁ jfl } are at most
T |y

the degree of the weakest cubature rule involved in the monconforming interface,
then the constraints Eq. (34) are satisfied.

Proof The proof follows from the accuracy of the interpolation operators and the
associated cubature rules interacting at the nonconforming interface.

Thus far, we have concentrated on nonconforming faces. For nonconforming ele-
ments (i.e., elements that have at least one nonconforming face), on conforming
faces the surface metric terms that appear in the discrete GCL Egs. (30) and (31)
are taken as the surface metric terms of the adjoining face. The metric terms of
the adjoining face are approximated using a standard approach, such as that of
Vinokur and Yee [59] or Thomas and Lombard [58], and Theorem 2 of Ref. [20]
guarantees that metric terms computed in this way satisfy the constraint Eq. (34).

5 Nonlinearly stable schemes: Viscous Burgers’ equation

The general h/p-nonconforming machinery presented in the previous section will
be applied to the compressible Navier—Stokes equations in Section 6. However, in
order for the resulting discretization to have the telescoping property, and there-
fore nonlinear stability, special nonlinear approximations are required that lead
to this property. In this section, the required Hadamard derivative formulation is
exemplified using the simple viscous Burgers’ equation.

The viscous Burgers’ equation and its canonically split form are

au o (U o*u ou 10 (0, UM U
S N UL B
ot Ox1 \ 2 Ox? ot 30z 30x1 Oz

where, as in the convection-diffusion equation, the splitting is on the inviscid terms.
Applying an energy analysis to the split form of Eq. (36) gives (for details, see,
for example, Ref. [10])

1d|u|? f u? ou / au\? 5 / 9
= =g, dl = g, dl" — =) dn, = dn.
2 dt * r 3 e Fual'ln Q 6(131 ||Z/{H Qu

(37)

The semidiscrete proof of stability that will be constructed shortly follows the
continuous proof in a discrete sense such that, when contracted by uTP, ie., the
discrete analogue of multiplying by the solution and integrating in space, the result
is the sum of spatial terms that telescope to the boundaries.

Ignoring the imposition of boundary conditions (i.e., SATs) and concentrating
on a single element, then the discretization of Eq. (36) with SBP operators is given
as

d 1 . 1 ..
ditt + ngl diag (u) u + 3 diag (u) Dy, u = D5, @, O =Dy, u. (38)

Multiplying Eq. (38) by wTP results in

T
%d“dtpu + % («*(V) ~w*(1)) = u"Ee, Doy u — DL PO, (39)
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where each term mimics the corresponding term in Eq. (37). Furthermore, Eq. (39)
has the telescoping property, i.e., the remaining terms are at the boundaries.

Notice that the key to obtaining a telescoping semidiscrete form is the careful
discretization of the inviscid terms (in this case using a canonical split form),
whereas the viscous terms were directly discretized in strong conservation form.

The discrete inviscid terms in Eq. (38) can be recast using the Hadamard
derivative formalism. The equivalence between the split form and he Hadamard
derivative operators is given as follows

2Dy, o Fg, (u,u)11 < %Dxl diag (u) u + %diag (u) Dz, u . (40)

Two components are used to construct the Hadamard derivative operator: first,
an SBP derivative operator, and second, a two-point flux function related to the
inviscid flux vector being discretely differentiated. The Hadamard derivative op-
erator combines these two components such that two-point fluxes are constructed
between the center point and all other points of dependency within the SBP sten-
cil. The SBP telescoping property [26] results from precise local cancellation of
spatial terms and can then be extended directly to nonlinear operators.

In the case of the Burgers’ equation, the two-point flux function that results
in an equivalence between the split form and the Hadamard derivative operator

is [57,10]
N\ 2 L N2
{(um) 4y 4 (um) }
6 )
where u® and w¥) are the i*" and jth components of w. For the purpose of

demonstration, a simple SBP operator constructed on the LGL nodes (—1,0,1) is
used:

e (u(i), u<j)) —
h

1
2 —3
0

=
[\]

The two argument Hadamard matrix flux, Fs,, (u,u) is given as

Flm (u7 ’U,) =

(uh)? () 4uMu® £ (u®)? (20) fuOu® 4 (u®)?
2 6 6
(u®)? 4u® a4 (uD)? (u®)? (u®)? 4 u® 4 (u®)?
6 2 6
(4@ )2 £ u®u® L (D) (u®)? L@ u® 4 (u®)? (u®)?
6 6 2
Thus,
DIl © me (ua u) 1=
, (x)? (1) 1D u@ 1 (a®)? | (WD) ha D a® s (w®)?
273 2 6 -2 6 1

(u<2>)2+u(2>u<1>+(u<1>)2
6

0

(w®) 4@ u® ¢ (u)?
6

1
2

ol

(u(3>)2+u(3>u(1>+(u<1>)2 (u(3>)2+u<3>u(2)+(u(2>)2
3 -2 3

1
2
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The equivalence between the two approaches can be determined via inspection.

The general notation necessary for discretizing the inviscid fluxes of the com-
pressible Navier—Stokes equations is now detailed. Consider the discretization of
the derivative of a flux vector F , in the x,, Cartesian direction. As for the Burg-
ers’ equation, the key components are an SBP matrix difference operator, D, ,
and a two argument matrix flux function, F5, (ux,u,), which is constructed from
diagonal matrices and is defined blockwise as

(Fu,, (Wi, ur)) (e(i—1) +1:ei,e(j —1) +1:ej) = diag ( o (u,(f),ugj))) ,
ul? =wus(e(i—1)+1:ei), ul? =ur(e(j—1)+1:¢€j),

i=1...,N2 j=1,...,N2,

where e is the number of equations in the system of PDEs. In the context of the
compressible Navier—Stokes equations, e = 5 and the two argument matrix flux
function is of size (e N,‘:’) X (e N;?’), where eN2 and eN? are the total number of
entries in the vectors u, and u, corresponding the solution variables in elements
and r, respectively. Therefore, ufj) is the vector of the e solution variables evaluated

at the i*® node. The vectors o (u,(.f), uE«j)) are constructed from two-point flux

functions that are symmetric in their arguments, (u,(f), ugj)), and consistent, i.e.,

i () = 2 (w2, wl?) g (w0 u?) = Fa (),

where F ., is the inviscid flux vector in the z,, Cartesian direction. With the no-

tation defined, the Hadamard differentiation operator for the inviscid flux, 8;; Lot

is constructed as

OF ,.i
2Dy, oFs,, (qr,qx) 1 = aTn;n ("),

where «” is the vector of vectors containing the nodal coordinates. The resulting
approximation has equivalent order properties as constructing an approximation to
the derivative of the flux vector directly using an SBP operator D, (see Theorem
1in Crean et al. [14]).

6 Application to the compressible Navier—Stokes equations

Herein, the nonconforming algorithm presented in Section 4 is combined with the
mechanics presented in Section 5 to construct an entropy conservative discretiza-
tion of the compressible Navier—Stokes equations for arbitrary h/p-nonconforming
meshes. First, the continuous equations and entropy analysis are reviewed in Sec-
tion 6.1. Second, in Section 6.2, the semidiscrete algorithm is presented and ana-
lyzed.
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6.1 Review of the continuous entropy analysis
The entropy stable algorithm is constructed by discretizing the skew-symmetric

form of the compressible Navier—Stokes equations, with the viscous flux recast in
terms of entropy variables. This form of the equations is given as

3 1
5702, 123(6(%aa I)+$;maf%>

ot 2 ~ \ 0§ Orm 0§
" a¢ 5.9 oW )
l _— —_ C PR
3,3 g (Fae) = 2 e (458,

where the last set of terms on the left-hand side are zero by the GCL relations Eq.
(6). Furthermore,

Cra = T 8 Z Cons a (42)

axm

where Q is the vector of conserved variables, and .7-'916m is the inviscid flux vector
in the x,, direction. The vector of conserved variables is given by

Q - [P, PuhPuQapu&Pg]T )

where p denotes the density, U = [ul,uz,ug]T is the velocity vector, and & is the
specific total energy. The inviscid fluxes are given as

= [Pum7 pumul + 6m,17), pumI/{Q + 5m,2P7
PURU3 + 0 3P, PumH]T

where P is the pressure, H is the specific total enthalpy and J; ; is the Kronecker
delta.

The necessary constituent relations are
Ry
H=cpT + UU P=pRT, R=—,
My’
where 7 is the temperature, R, is the universal gas constant, M,, is the molecular
weight of the gas, and ¢p is the specific heat capacity at constant pressure. Finally,
the specific thermodynamic entropy is given as

R T p cp
- 1 ~ Rlog [ - -
s=tps () s ()0 =%

where 7o and peo are the reference temperature and density, respectively.
The viscous fluxes, .’F;/m, have been recast in terms of the entropy variables,
W = 05/0Q, where S is the entropy function S = —ps:

3
v ow
Fi.=> Cmja 4
Tm jilc »J 6LU] ( 3)
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The viscous fluxes written in components are given as

2 or |
.7-'Xm = |:0,7-1,m,7-2,m’7-3,m7;Ti,mui - ”axm} , (44)

and the viscous stresses are defined as
3
i,j — Py ) 4
Tid H(@mj—i—axi 328%1) (45)

where u(T') is the dynamic viscosity and «(T') is the thermal conductivity (not to
be confused with the choice of parameter for element numbering).

The compressible Navier—Stokes equations have a convex extension, that when
integrated over the physical domain, {2, depends only on the boundary data and
negative semidefinite dissipation terms. This convex extension depends on an en-
tropy function, S, and it is used to prove the stability in the L? norm. Here, a
brief review of the entropy stability analysis is given. A detailed presentation is
available, for instance, in Refs. [15,52,10].

Under the assumption that the entropy function S is convex, which is guaran-
teed if p, T > 0, then the vector of entropy variables, W, simultaneously contracts
all of the inviscid flux as follows:

10Fs,  0S 0F; 0Q  OFu, 0Fu,
¢ 0Q 0Q 9§ 0Q 0Q
where F,, is the entropy flux in the x,, direction.

The entropy stability analysis proceeds by first multiplying (contracting) Eq. (41)
by the transpose of the entropy variables, WT,

w

ILm=1,2 3, (46)

I II IIT
0Q 9 613 oFL
T K l l T Y _
T W' — 21; W¥<J - >+Jn Al
(47)
v
ALY
3w (eg)

With the help of Eq. (46) and the product rule, the terms I —I'V are now simplified:

09 _ 9509 _ 05
I1=7JW En JR@Q En =Tk ETRE (48)
06 1 (3] Taf;cm 1 %3]
I=W" (JK .7-'%) T WH g + W7 .’me@g (Jnaxm)
. & OFy,, &
=Jx Do OE, +wt -7::)07,, a8, (jn axm> )
(49)
III = jn agl Taj:'w, —jn 8£l 8]:wm (50)

rde & Oxm 0&
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10 (2 W\ _ 9 (e OW\ OWT. oW
IV=w <Clvaaga>_agl <w Cl’“aga) og Ctogg (6D

&
Substituting Egs. (48) through (51) into Eq. (47) results in
0 via GCL(6)

3 T 3
oSy & 8.7'},” w
Toge 2 Ty og T e 2T 'M
l,m=1 m=1 (52

5. (8 ra OW\ owT. aw
Z{T&(W Cl“@&) 9% C““@Ta}'

l,a=1

Bringing the metric terms within the derivative on the term Jy. 5 851 8’;—5"1 and

using the product rule results in

0 via GCL (6)

3
9 &
+ > g ( SoLFe,) - z Fe. M
(53)
i ¢ oWt oW
a la 3§a 3§z l,a 3£a .
Rearranging Eq. (53) and expanding the dissipation term yields
aS 2.9 3 a¢ 2 oW
Yor _ A st Te, 7Y
7.2 ;@( PO ol (o ag))
S O
%ZY Ci,1Ci2GCis %ZY (54)
_ | oW C C C w
0&, 1,2 2,2 L2.3 0€, )
o (135 Casl | B2
—T_/H/_’
=C =W

where the matrix C is symmetric semidefinite (see Ref. [24] for details).
Integrating Eq. (54) in space and using integration by parts gives

Sk~ < 2 o€, 3 . OW R
K < - KA Y a Ao~ .
/mj ot d9‘§ﬁ< mz_ljawmfm+;(w < asa) nadl

(55)

An L? bound on the solution is derived from inequality Eq. (55) by integrating
in time and assuming 1) nonlinearly well-posed boundary and initial conditions,
and 2) positivity of temperature and density. Then, the result can be turned into
a bound on the solution in terms of the data of the problem [15,52].
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6.2 An h/p-nonconforming algorithm

The skew-symmetrically split form of the compressible Navier—Stokes equations (41)
is discretized by combining the macro element SBP operator in Section 4.2 with
the nonlinear mechanics presented in Section 5. Thus, the discretization of Eq.
(41) over the macro element is given as

~ 3
d ~ S
3t 2 DumeFe, @)1

l,m=1
1 < oé 2 (56)
. I =~ l T ~A 2 NA ~
<33 i (11.)0g [ 47 1= 37 By o] 0
l,m=1 l,a=1
~_ [T T 1T - _ [ 1 7T 71T
q:[qL,qR17~“7qR4i| 7w:|:wL7wR17"'7wR4i| )

where fim is a vector of vectors constructed by evaluating F im at the mesh nodes.
Note that the factor of % on the skew-symmetric inviscid volume terms has been
absorbed as a result of using the nonlinear operator, e.g., 2D¢, 0Fz, (gx,qx) 15 =

a'ggl’" (&"). Furthermore, the flux function matrix, F,,, (g, q), is constructed us-

ing a two-point flux function, f;¢ (zj(i), zj(i)>, that satisfies the Tadmor’s shuffle
condition [57]

. N\ T . . .~ -~
(@7 -9 20 (a7.47) = &) - 9. (57)

The [N)l,m operators are constructed from the scalar conservation law operators
developed in Section (4) by tensoring them with an identity matrix, |5, to accom-
modate the system of five equations. For example,

= L2
D¢, @15, D = DI @lLol.

D =
&1 AII“

e
I

Similar to the linear stability, entropy stability necessitates that the last set of
terms on the left-hand side of Eq. (56) be zero and leads to the same set of
discrete GCL conditions.

The semidiscrete entropy analysis follows the continuous analysis in a one-to-
one fashion. In order to simplify the derivation, the following matrices are intro-
duced:

Assuming that the discrete GCL conditions are satisfied, Eq. (56) becomes

~ 3 3

dg ~ o =~ x ~

Gt Y DmoFu, (@@ i= 3 D [Cro|De . (58)
m=1 l,a=1
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Multiplying Eq. (58) by @TP (the discrete analogue of multiplying by W7 and
integrating over the domain) yields

3 3
_ ~d o _Tx [z ~
@TPG + 3 8n ok, @)1= 3 @70 [G]Dea 69
m=1 l,a=1
Taking the transpose of one half of the volume term on the left-hand side of

Eq. (59), using the SBP property Q = —QT + E, and the symmetry of the two-
point flux function matrix, results in

3
d 1
8‘j+2m21(wamom<q 91-1"QnoFs, @9 w
+1TEm oFa, (6.0)" @) = (60)
3 3
~TE [¢ Y ~TATH [¢ S
3 &g, [clva} Dew— Y @ DLP [cl,a} D¢ .
l,a=1 l,a=1

To further reduce the left-hand side terms requires the following theorem (this is
Theorem 8 in Ref. [18] and the proof is given in Appendix D of that document):

Theorem 4 Consider the matriz of A of size N, x N, with a tensor extension
A = AQ®Ils, and a two argument matriz flux function F_ (qw,qr) constructed

from the two-point flux function fr° (q,(ﬁ), qgj)) that satisfies the Tadmor’s shuffle
condition

. AT . .
(wS) _ wﬁ”) o (q£)7q(ﬂ)> — (d,gm)(t) _ (wgm)(a)
and is symmetric, i.e., <q,i ,qﬁj)) = fac (qﬁj),qg)) then

wy (A) o Fa, (qr,qr)1r = 1A O Fu, (g, @) wr = (5,) " AL — T AL, .
Proof The proof is given in Ref. [18] and we reproduce it here for completeness.

w,; (A) oFe, (qm(h) 1, - 1;£A oFz, (QM QT) Wy =

N? N3
ZZ{A(Z J)( ())Tfif; (qn ,qf«”) A(i, §) (wﬁj)) £ (qn ,qﬁ”)}
i=1 1
N3 JN3 N
5o A ((w)" = (w8)") 222 (a.0) | -
=1 1
N? JNf

SO AGH) (W)Y - wr) ) =

i=1j=1

(5 VT AL, — T, AL .
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Applying Theorem 4 to the volume terms on the left-hand side of Eq. (60) yields
~T q 1 3
@ Pt 2 {(%m)
3 o 3 o N
3 wE, [cl,a} Dew— > w'DLP [cl,a} D¢, w.
l,a=1 l,a=1

The term Q 1 is zero by the discrete GCL conditions and the con51stency of the

Q1 —1"Qutn, + 1" EmoFa,, (§,)" w} -
(61)

derivative operator (D1 = 0) and for the same reasons 1TQ =1 En . Therefore,
after some rearrangements Eq. (62) reduces to

ﬁTqu

Mw

1 ~ .
5 > {1 Bt +1TEnoFe, (@07 @)
=1

3
5" Eg [cl,a} Dew— > w'DLP [cl,a} D¢ .
l,a=1

The right-hand side of Eq. (62) contains surface terms (those constructed from the
E matrices) and viscous dissipation terms (the last set of terms). The surface terms
can be decomposed into the contributions of the separate surfaces of the element
(nodewise). The entropy conservation of the algorithm follows immediately for
periodic problems because these terms would cancel out with the contributions
from the coupling SATs. For general boundary conditions, appropriate SATs need
to be constructed so that an entropy inequality or equality is attained (see, for
example, [44,53,16]).

As in the section dedicated to the convection-diffusion equation, here we present
the elementwise formulation of the discretization (in Appendix B, further details
are provided to help the reader in the implementation of the algorithm). On the
L element, the discretization reads

(62)

~+
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N ag R 85
+ Z ( |: "ln * jﬁax»,ln:| DEI) oFs, (uLyuL) 11, =
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3
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T
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_ (e%\, (e?f> P(lD)lthoL ® PilD)lgﬁ{ftOL ® |5) o Fa,, (ur, ur,) 1r,
f=1
1, L (L)' o p(lD) o p(1D) L
g { () e on o)

4
- (e%v (e8) " @ PEPMR or @ PEPIR or I5> 6u" b+ SATL,

(63)
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3

1 T
- 5PL1 3 { (e%v (ezLV) ® PP o p(1P) g |5) wr,
=1 (64)

4 T
- (e%v () @PLR o @ PR o @ |5> wr, ¢+ SATY,

and SAT} and SAT? contain the SATs for the remaining five faces on element
L.

Similarly, on the Ry elements

dur, o R, | 5 04 . 9§ R,
voar 2 (P T, T 0w | e’ | o Fen (unpoun) dn, =
M= f f
Rf ~ R
- DY |Gl 62

T
e%v) ® ngD)litoRf ® PgD)I%toRf ® |5) oFq, (ur,;,ur) 1L

4 T
-y (elff eJLV) @ PR ror, @ PL7 I or, ® |5> 0y ¢ + SATE,,
(65)

where,
0" = D" wr,
1 3 R; [ R\ T (1D) (1D)
1 .
_ §PRf lz { (el f (el f) ® PRf ® PRf ® |5) WR, (66)
-1

T

- (ei‘f (ef) @PL M ion, @ PR iom, @ 15) wL} +SATR,,

and SAT;I{f and SATI%f contain the SATs for the remaining five faces on element
Ry.
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7 Interface dissipation and boundary SATs

In order to render the entropy conservative scheme entropy stable, interface dis-
sipation is added. The numerical dissipation added for the inviscid SATs (i.e.,
added to the right-hand side of the discretization) is motivated by a Roe approxi-
mate Riemann solver (for a detailed discussion see Refs. [5,43,20,18]). The inviscid
dissipation for element L is given as

-1 - OF!:
d’iSSL = — (PL) REPiél Z IthoL Tl/él (ILtoRf RL’LUL — RwaRf) ,
f=1 Ry
(67)
where
L \T
Ry, = (€N1> RlL®IL ® s,
AL AL
L _ “A243,51D) (1D)
PJ—é1 :TPL ®PL ®|5,
IR toL = |%{ftoL ® |?1)%ftoL ® s,
ILtoRs = ITtor, ® [Fror, @ I,
Re, = () @lr, @1, ®|
R; = (€, IR, ®Ir; ® I5.
The inviscid dissipation term for the Ry element is constructed as
T
) -1 R, |OF;:
dissp, = — (PI;”) RE, P va; (Rr,wr, — luior,RLws),  (68)
Ry
where "
oOF T
=YI|AlY".
| =Y

The matrices Y and A are block diagonal matrices constructed by assembling the
pointwise 5 X 5 matrices obtained from the decomposition of the Jacobian matrix
of F with respect to W and evaluated at the Roe-averaged of two states. In

1
particular, is constructed from the Roe averaged states of ILtoRqL and

Ry

€1
oWw

qr; -
Next, a theorem on the accuracy, stability, elementwise conservation, and free-
stream preservation of the inviscid dissipation term is presented.

Theorem 5 The dissipation terms Egs. (67) and (68) are of order min (pv, pr,, - -
3, and lead to an entropy stable inviscid scheme and have no impact on element-
wise conservation or free-stream preservation.

Proof The proofs are similar to those in Refs. [20,18] and are omitted for brevity.

The viscous interface dissipation terms (interior penalty terms) take the following
form:

—1 ~ ~
III:'; = — (PL) REPE&IRNOLJ;{;C?E (ILtoRf RL’UJL — Rf’wa) , (69)

. 7pR4)+
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-1 ~ ~
= (pr) Rit, P Jr G (R, wr, — lueor,Rewe), (70)

where

Ci'i = {61,1 (ILtor,Rrgr) + C1,1 (RquRf)} ,

N | =

and the diagonal matrix Jg ; has the metric Jacobian associated with surface of
element Ry along its diagonal. The next theorem summarizes the properties of the
viscous dissipation terms.

Theorem 6 The dissipation terms Eqs. (69) and (70) are of order min (pL,pRl, .

3, lead to an entropy stable viscous scheme and have no impact on free-stream
preservation.

Proof The proofs are similar to those in Ref. [19] and are omitted for brevity.

In Section 8, four problems are used to characterize the h/p nonconforming
algorithm: 1) the propagation of an isentropic vortex, 2) the propagation of a
viscous shock, 3) the Taylor—Green vortex problem, and 4) the turbulent flow past
a sphere. In all cases, the boundary conditions are weakly imposed by using the
same type of mechanics as for the interface SATs discussed in this section (for
details see Refs. [44,16]).

8 Numerical experiments

In this section, we verify that the proposed h/p-algorithm retains the accuracy
and robustness of the conforming algorithm [5,44,11].

The unstructured grid h/p-adaptive solver used herein is developed at KAUST
in the Advanced Algorithms and Numerical Simulations Laboratory, which is
part of Extreme Computing Research Center (ECRC). It is built on top of the
Portable and Extensible Toolkit for Scientific computing (PETSc) [3], its mesh
topology abstraction (DMPLEX) [36] and scalable ordinary differential equation
(ODE)/differential algebraic equations (DAE) solver library [1]. The p-refinement
algorithm is fully implemented in the unstructured solver, whereas the h-refinement
strategy leverages the capabilities of the pdest library [4]. Additionally, the con-
forming numerical solver is based on the algorithms proposed in Refs. [5,44,11].
The systems of ODEs arising from the spatial discretizations are integrated using
the fourth-order accurate Dormand—Prince method [23] endowed with an adap-
tive time stepping technique based on digital signal processing [50,51]. To make
the temporal error negligible, a tolerance of 10~% is always used for the time-step
adaptivity.

The errors are computed using volume scaled (for the L* and L? norms) dis-
crete norms as follows:

K
Jullpr = 21 10P" Jabs (ux)

k=1
K
lulze = 25 P*
L2 = ¢ Zun KUk,
k=1

lulle = max abs (ux),

7pr)+
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K
where (2. is the volume of {2 computed as 2. = Y 1P* ), 1.
k=1

8.1 Isentropic Euler vortex propagation
For verification and characterization of the inviscid components of the algorithm,

the propagation of an isentropic vortex is used. This benchmark problem has an
analytical solution, which is given by

G(x1,22,23,t) =1— {[(:cl — x1,0) — Uso cos (a) t]* + [(x2 — 2,0) — Uso sin () t]2} ,

p=T7"1,
Uy = U cos(a) — €, (@2 = 2,0) — Uoosin () ¢ exp g ,
2w 2
. — —Uso t
Uz = Uso sin(a) — €, (21 — 21,0) o cos (@) exp <g) ,
Us =0,

1
T=|1-EML 5 exp ()|

where Uso, Moo, and (z1,0, 22,0, 3,0) are the modulus of the free-stream velocity,
the free-stream Mach number, and the vortex center, respectively. In this paper,
the following values are used: Uso = MooCoo, €2 = 5, Moo = 0.5, v = 1.4, o = 45°,
and (z1,0,22,0,%3,0) = (0,0,0). The computational domain is

x1 €[-5,5], awa€[-55], aze[-55, te[0,2].

The analytical solution is used to furnish data for the initial condition.

First, we report on the results aimed at validating the entropy conservation
properties of the interior domain SBP-SAT algorithm. Thus, periodic boundary
conditions are used on all six faces of the computational domain. Furthermore,
all the dissipation terms used for the interface coupling are turned off. The dis-
crete integral over the volume of the time rate of change of the entropy function,

%dﬁ, is monitored at every time step. This means that at each time step the
cé?mpressible FEuler equations are multiplied by the discrete entropy variables to
construct the discrete analog of the right-hand side of Eq. (55).

We subdivide the computational domain using ten hexahedrons in each co-
ordinate direction. Subsequently, we split random cells in the mesh using one or
two levels of h-refinement. Then, we assign the solution polynomial degree in each
element to a random integer chosen uniformly from the set {2,3,4,5} (i.e., each
member in the set has an equal probability of being chosen). To test the con-
servation of entropy and therefore the free-stream condition when curved element
interfaces are used, we construct the LGL collocation point coordinates at element
interfaces® as follows:

1 In a general setting, element interfaces can also be boundary element interfaces.
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le-13 Spatial integral of the time derivative of the entropy
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(a) Polynomial degree distribution. (b) Time rate of change of the entropy function.

Fig. 3: Isentropic Euler vortex.

— Construct a mesh using a p;th-order polynomial approximation for the element
interfaces.

— Perturb the nodes that are used to define the p;th-order polynomial approxi-
mation of the element interfaces as follows:

T1 =21+ 1—15L1 cos (a) cos (3b) sin (4c) ,
To = Ta,x + 1—15L2 sin (4a) cos (b) cos (3¢) ,

T3 =23, + %Lg cos (3a) sin (4b) cos (¢) ,

5
where,
Q_L . _ TiH T XL b—i . _ T2,H T T2L
Ly \"h* 2 ’ Lo\ 2 ’
o= o T — r3,H +X3,L
Ly \"" 2 '

The symbols Li, L2 and L3 represent the dimensions of the computational
domain in the three coordinate directions and the subscript * indicates the
unperturbed coordinate of the nodes. This step yields a perturbed p;th-order
polynomial.

— Compute the coordinate of the LGL points at the element interface by eval-
uating the perturbed p;th-order polynomial at the LGL points used to define
the cell solution polynomial of order ps.

Herein, we use p; = 2. Figure 3a shows a cut of the mesh where each cell is
colored according to the solution polynomial degree assigned to it. Curved element
interfaces are clearly visible.

The propagation of the vortex is simulated for two time units. Figure 3b plots
the integral over the volume of the time derivative of the entropy function. We
can see that the global variation of the discrete time rate of change of S is prac-
tically zero (i.e., machine double precision). This implies that the nonconforming
algorithm is entropy conservative.

Second, we perform a grid convergence study to investigate the order of con-
vergence of the h/p-adaptive approach. The base grid (labeled with “0” in the first
column of following tables) is constructed as follows:
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— Divide the computational domain into four hexahedral elements in each coor-

dinate direction.

— Refine random elements by using one or two levels of h-refinement.
— Assign the solution polynomial degree in each element to a random integer

chosen uniformly from the set {ps,ps + 1}.
— Approximate the curved element interfaces with a psth-order accurate polyno-

mial.

— Construct the perturbed elements and their corresponding LGL points as de-
scribed previously.

From the base grid, which is similar to the one depicted in Figure 3a, a sequence
of nested grids is then generated to perform the convergence study. The results are
reported in Tables 1 through 4 for the error on the density. The number listed in
the first column denoted by “Levels” indicates the number of uniform refinements
in each coordinate direction.

Conforming, p =1 Nonconforming, p =1 and p = 2

Levels LT Rate L? Rate Lee Rate LT Rate L? Rate Lee Rate
0 2.74E-02 - 1.32E-03 - 1.55E-01 - 1.02E-02 - 5.80E-04 - 1.43E-01 -

1 1.14E-02 | -1.26 | 6.61E-04 | -1.00 | 1.12E-01 | -0.47 4.38E-03 | -1.22 | 2.82E-04 | -1.04 | 7.17E-02 | -1.00
2 5.13E-03 | -1.16 | 3.31E-04 | -1.00 | 7.29E-02 | -0.62 || 1.45E-03 | -1.60 | 9.99E-05 | -1.50 | 4.30E-02 | -0.74
3 1.70E-03 | -1.59 | 1.15E-04 | -1.52 | 3.01E-02 | -1.28 4.16E-04 | -1.80 | 3.02E-05 | -1.72 | 2.29E-02 | -0.91
4 4.76E-04 | -1.84 | 3.24E-05 | -1.83 | 8.53E-03 | -1.82 1.11E-04 | -1.91 | 8.76E-06 | -1.79 | 1.06E-02 | -1.10
5 1.23E-04 | -1.96 | 8.33E-06 | -1.96 | 2.13E-03 | -2.00 || 2.61E-05 | -2.09 | 2.28E-06 | -1.94 | 4.05E-03 | -1.40
6 3.08E-05 | -1.99 | 2.09E-06 | -1.99 | 5.24E-04 | -2.02 || 6.31E-06 | -2.05 | 5.75E-07 | -1.99 | 1.25E-03 | -1.70
7 7.68E-06 | -2.00 | 5.23E-07 | -2.00 | 1.30E-04 | -2.01 || 1.56E-06 | -2.02 | 1.50E-07 | -1.94 | 4.45E-04 | -1.48

Table 1: Convergence study of the isentropic vortex propagation: two levels of
h-refinement, p = 1 and p = 2; density error.
Conforming, p = 2 Nonconforming, p =2 and p =3

Levels LT Rate 2 Rate Le° Rate LT Rate L2 Rate Le° Rate
0 9.75E-03 - 5.32E-04 - 1.24E-01 - 2.59E-03 - 1.75E-04 - 7.52E-02 -

1 3.18E-03 | -1.61 | 2.09E-04 | -1.35 | 6.97E-02 | -0.83 4.11E-04 | -2.65 | 3.45E-05 | -2.34 | 3.14E-02 | -1.26
2 5.18E-04 | -2.62 | 3.88E-05 | -2.43 | 2.51E-02 | -1.47 || 4.91E-05 | -3.07 | 5.13E-06 | -2.75 | 8.16E-03 | -1.95
3 6.38E-05 | -3.02 | 5.50E-06 | -2.82 | 7.23E-03 | -1.79 || 5.86E-06 | -3.07 | 6.74E-07 | -2.93 | 2.09E-03 | -1.97
4 7.61E-06 | -3.07 | 7.23E-07 | -2.93 | 1.21E-03 | -2.58 || 7.05E-07 | -3.06 | 8.97E-08 | -2.91 | 4.32E-04 | -2.27
5 9.48E-07 | -3.00 | 9.95E-08 | -2.86 | 2.75E-04 | -2.14 || 8.54E-08 | -3.04 | 1.20E-08 | -2.91 | 1.00E-04 | -2.11
6 1.23E-07 | -2.94 | 1.43E-08 | -2.83 | 3.41E-05 | -3.01 || 9.98E-09 | -3.10 | 1.56E-09 | -2.94 | 2.52E-05 | -1.99

Table 2: Convergence study of the isentropic vortex propagation: two
h-refinement, p = 2 and p = 3; density error.

levels of

For all the degrees tested (i.e., p = 1 to p = 5), the order of convergence of
the conforming and nonconforming algorithms is very similar. However, note that
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Conforming, p = 3 Nonconforming, p =3 and p =4
Levels LT Rate L? Rate L Rate LT Rate L? Rate L™ Rate
0 5.22E-03 - 3.38E-04 - 9.16E-02 - 5.38E-04 - 4.51E-05 - 5.38E-02 -
1 6.84E-04 | -2.93 | 5.30E-05 | -2.67 | 4.71E-02 | -0.96 || 4.18E-05 | -3.69 | 3.89E-06 | -3.54 | 5.42E-03 | -3.31
2 5.50E-05 | -3.64 | 4.54E-06 | -3.55 | 6.61E-03 | -2.83 || 2.61E-06 | -4.00 | 2.82E-07 | -3.78 | 6.47E-04 | -3.07
3 3.48E-06 | -3.98 | 3.33E-07 | -3.77 | 5.47E-04 | -3.59 1.79E-07 | -3.86 | 1.92E-08 | -3.88 | 7.36E-05 | -3.14
4 2.10E-07 | -4.05 | 2.45E-08 | -3.76 | 4.93E-05 | -3.47 || 1.09E-08 | -4.04 | 1.23E-09 | -3.96 | 6.93E-06 | -3.41
5 1.39E-08 | -3.92 | 1.87E-09 | -3.71 | 6.32E-06 | -2.96 || 7.05E-10 | -3.96 | 8.10E-11 | -3.93 | 8.10E-07 | -3.10
Table 3: Convergence study of the isentropic vortex propagation: two levels of
h-refinement, p = 3 and p = 4; density error.
Conforming, p =4 Nonconforming, p =4 and p =5
Levels LT Rate L? Rate L*> Rate LT Rate L? Rate L*> Rate
0 2.34E-03 - 1.56E-04 - 9.92E-02 - 7.48E-05 - 5.15E-06 - 4.21E-03 -
1 1.70E-04 | -3.78 | 1.43E-05 | -3.45 | 2.32E-02 | -2.09 2.20E-06 | -5.09 | 1.87E-07 | -4.79 | 2.45E-04 | -4.10
2 6.07E-06 | -4.81 | 6.41E-07 | -4.48 | 1.27E-03 | -4.19 || 6.76E-08 | -5.02 | 6.66E-09 | -4.81 | 1.81E-05 | -3.76
3 1.99E-07 | -4.93 | 2.25E-08 | -4.83 | 5.13E-05 | -4.64 || 2.08E-09 | -5.03 | 2.21E-10 | -4.91 | 1.26E-06 | -3.84
4 7.11E-09 | -4.81 | 8.60E-10 | -4.71 | 3.01E-06 | -4.09 || 6.61E-11 | -4.97 | 6.78E-12 | -5.03 | 9.13E-08 | -3.79

Table 4: Convergence study of the isentropic vortex propagation: two levels of
h-refinement, p = 4 and p = 5; density error.

in the L' and L? norms, the nonconforming algorithm is more accurate than the
conforming one. In the discrete L°° norm, the nonconforming scheme is sometimes
slightly worse than the conforming scheme; this most likely results from the fact
that the interpolation matrices are suboptimal.

8.2 Viscous shock propagation

Next we study the propagation of a viscous shock using the compressible Navier—
Stokes equations. We assume a planar shock propagating along the x; coordinate
direction with a Prandtl number of Pro, = 3/4. Note that the subscript oo refers
to the undisturbed flow on the the high pressure side of the viscous shock. The
exact solution of this problem is known; the momentum V(z1) satisfies the ODE

aV%—(V—l)(V—Vf)ZO; —00 <71 < +00, 1 20, (71)
1

whose solution can be written implicitly as

o1 = o (log V(1) ~ D(V(en) ~ V)|

L1V log‘ V(z1) — 1 D . (72)
17Vf V(:El)*Vf ’
here
wher U o i
Vi=— = — (73)

) a= 2 .
Ur Y+ 1 Pre M
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Here, Uy, /r are known velocities to the left and right of the shock at —oco and
400, respectively, M is the constant mass flow across the shock, Pr is the Prandtl
number, and g is the dynamic viscosity. The mass and total enthalpy are con-
stant across the shock. Moreover, the momentum and energy equations become
redundant.

For our tests, V is computed from Equation (72) to machine precision using
bisection. The moving shock solution is obtained by applying a uniform translation
to the above solution. The shock is located at the center of the domain at t = 0
and the following values are used: Moo = 2.5, Reso = 10, and v = 1.4. The domain
is given by

21 € [-0.5,0.5], 2 €[-0.5,0.5], =z3€[-0.50.5], tel0,0.5].

The boundary conditions are prescribed by penalizing the numerical solution
against the exact solution. The analytical solution is also used to furnish data
for the initial condition.

The base grid (labeled with “0” in the first column of Tables 5 through 8) is
constructed as described in Section 8.1. From the base grid, which is similar to the
one depicted in Figure 3a, a sequence of nested grids is then generated to perform
the convergence study. The results are reported in Tables 5 through 8 for the error
on the density. Again, the number listed in the first column denoted by “Levels”
indicates the number of uniform refinement in each coordinate direction.

Similar to the propagation of the inviscid vortex, for all the degrees tested (i.e.,
p =1 to p = 5), the order of convergence of the conforming and nonconforming
algorithms is similar. However, note that, the nonconforming algorithm is more
accurate than the conforming algorithm, for all the three norms reported.

Table 5: Convergence study of the viscous shock propagation: two levels of h-
refinement, p = 1 and p = 2; density error.

8.3 Taylor—Green vortex at Re = 1,600

The purpose of this section is to demonstrate that the nonconforming algorithm
has the same stability properties as the conforming algorithm. To do so, the
Taylor—Green vortex problem on a very coarse grid is solved.

Conforming, p =1 Nonconforming, p =1 and p = 2

Levels LT Rate L? Rate Lee Rate LT Rate L? Rate Lee Rate
0 5.43E-02 - 6.54E-02 - 1.40E-01 - 1.31E-02 - 2.11E-02 - 7.32E-02 -

1 2.04E-02 | -1.41 | 2.92E-02 | -1.16 | 8.42E-02 | -0.73 || 3.29E-03 | -1.99 | 5.76E-03 | -1.87 | 2.94E-02 | -1.32
2 5.56E-03 | -1.87 | 8.45E-03 | -1.79 | 2.85E-02 | -1.57 || 8.39E-04 | -1.97 | 1.46E-03 | -1.98 | 9.16E-03 | -1.68
3 1.44E-03 | -1.94 | 2.23E-03 | -1.92 | 8.12E-03 | -1.81 2.11E-04 | -1.99 | 3.76E-04 | -1.96 | 2.36E-03 | -1.96
4 3.68E-04 | -1.97 | 5.66E-04 | -1.98 | 2.26E-03 | -1.84 || 5.03E-05 | -2.07 | 8.97E-05 | -2.07 | 5.97E-04 | -1.98
5 9.28E-05 | -1.99 | 1.43E-04 | -1.99 | 6.05E-04 | -1.90 || 1.24E-05 | -2.02 | 2.10E-05 | -2.09 | 1.48E-04 | -2.01
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Conforming, p = 2 Nonconforming, p =2 and p =3
Levels LT Rate L? Rate L Rate LT Rate L? Rate L Rate
0 1.78E-02 - 2.68E-02 - 1.36E-01 - 1.85E-03 - 3.84E-03 - 4.86E-02 -
1 2.93E-03 | -2.60 | 5.05E-03 | -2.41 | 5.98E-02 | -1.19 2.75E-04 | -2.75 | 5.85E-04 | -2.72 | 1.11E-02 | -2.14
2 3.86E-04 | -2.92 | 6.93E-04 | -2.87 | 1.09E-02 | -2.45 4.01E-05 | -2.78 | 8.74E-05 | -2.74 | 2.03E-03 | -2.45
3 5.55E-05 | -2.80 | 1.03E-04 | -2.74 | 2.23E-03 | -2.29 5.00E-06 | -3.00 | 1.01E-05 | -3.11 | 3.18E-04 | -2.67
4 8.96E-06 | -2.63 | 1.79E-05 | -2.53 | 4.96E-04 | -2.17 6.10E-07 | -3.04 | 1.23E-06 | -3.04 | 4.20E-05 | -2.92
5 1.46E-06 | -2.66 | 2.99E-06 | -2.58 | 8.96E-05 | -2.47 7.00E-08 | -3.12 | 1.51E-07 | -3.03 | 5.50E-06 | -2.93
Table 6: Convergence study of the viscous shock propagation: two levels of h-
refinement, p = 2 and p = 3; density error.
Conforming, p = 3 Nonconforming, p =3 and p =4
Levels LT Rate L? Rate L Rate LT Rate L? Rate L Rate
0 4.45E-03 - 7.52E-03 - 7.51E-02 - 2.41E-04 - 5.24E-04 - 1.12E-02 -
1 3.40E-04 | -3.71 | 6.50E-04 | -3.53 | 1.19E-02 | -2.66 1.80E-05 | -3.74 | 4.11E-05 | -3.67 | 1.01E-03 | -3.47
2 2.67E-05 | -3.67 | 5.36E-05 | -3.60 | 1.20E-03 | -3.30 1.21E-06 | -3.90 | 3.00E-06 | -3.78 | 8.17E-05 | -3.63
3 1.95E-06 | -3.77 | 4.25E-06 | -3.66 | 1.25E-04 | -3.26 7.30E-08 | -4.05 | 1.90E-07 | -3.98 | 5.82E-06 | -3.81
4 1.48E-07 | -3.72 | 3.67E-07 | -3.53 | 1.12E-05 | -3.48 4.23E-09 | -4.11 | 1.09E-08 | -4.13 | 3.60E-07 | -4.02
Table 7: Convergence study of the viscous shock propagation: two levels of h-
refinement, p = 3 and p = 4; density error.
Conforming, p = 4 Nonconforming, p =4 and p =5
Levels LT Rate L? Rate L Rate LT Rate L2 Rate L Rate
0 1.21E-03 - 2.28E-03 - 2.50E-02 - 3.47TE-05 - 8.15E-05 - 1.90E-03 -
1 8.50E-05 | -3.83 | 1.54E-04 | -3.88 | 3.04E-03 | -3.04 1.37E-06 | -4.66 | 3.13E-06 | -4.70 | 8.02E-05 | -4.57
2 2.75E-05 | -4.95 | 5.66E-06 | -4.77 | 1.52E-04 | -4.32 4.73E-08 | -4.85 | 1.10E-07 | -4.83 | 3.04E-06 | -4.72
3 1.16E-07 | -4.57 | 2.54E-07 | -4.48 | 7.54E-06 | -4.33 1.62E-09 | -4.87 | 3.62E-09 | -4.93 | 1.44E-07 | -4.40
4 5.21E-09 | -4.48 | 1.11E-08 | -4.52 | 4.01E-07 | -4.23 6.01E-11 | -4.75 | 1.30E-10 | -4.80 | 6.96E-09 | -4.37

Table 8: Convergence study of the viscous shock propagation: two levels of h-

refinement, p = 4 and p = 5; density error.

The numerical solution is computed in a periodic cube [—-7L < z,y,z < 7L]

and the initial condition is given by

(74)

U1 = Vp sin (%) Ccos (%) cos (%) )
Uz = —V)p cos (x—Ll) sin (%) cos (%) ,
Us =0,

P="Po+ pizg

o (5 o (32)) o (2249)
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The flow is initialized to be isothermal, i.e., P/p = Po/po = RTo, and Py = 1,
To =1, L = 1, and Vo = 1. Finally, the Reynolds number is defined by Re =
(poVo)/ 1, where p is the dynamic viscosity.

To obtain results that are reasonably close to those found for the incompressible
equations, a Mach number of M = 0.05 is used. Furthermore, the Reynolds num-
ber, the Prandtl number, and the initial density distribution are set to Re = 1600,
Pr =0.71, and po = yM?, respectively, where v = 1.4.

For this test case, a grid is constructed as follows:

— Divide the computational domain with N7, hexahedral elements in each coor-
dinate direction.

— Refine random elements by using randomly one or two levels of h-refinement.

— Assign the solution polynomial degree in each element to a random integer
chosen uniformly from a set (see the legend in Figure 4).

— Construct the perturbed elements and their corresponding LGL points as de-
scribed previously (the element interfaces are approximated using a polynomial
degree which is the minimum solution polynomial degree used in the simula-
tion).

Herein, two grids with Ny, = 4 and N;;, = 8 are considered. The total number
of hexahedrons is 869 and 7547, respectively. The simulations are run without
additional stabilization mechanisms (dissipation model, dealiasing, filtering, etc.),
where the only numerical dissipation originates from the upwind interelement cou-
pling procedure.

Figure 4 shows the time rate of change of the kinetic energy, dke/dt, for the
nonconforming algorithm using a random distribution of the solution polynomial
order between i) p = 2 and p = 8 and ii) p = 7 and p = 13. The reference
direct numerical solution (DNS) reported in [60] is also plotted. We note that by
increasing the order of accuracy of the solution polynomial in each cell and the grid
density, the solution moves closer to the DNS solution. The main takeaway from
the figure is that all simulations are stable, which is numerical evidence that the
h/p nonconforming scheme inherits the stability characteristics of the conforming
and fully-staggered algorithms [5,44,6,11,42].

8.4 Flow around a sphere at Re = 2000

In this section, we test our implementation within a more complex setting repre-
sented by the flow around a sphere at Reso = 2000, based on the sphere diameter,
d, and M~ = 0.05. These similarity flow parameters are defined using the undis-
turbed flow conditions upstream of the sphere. With this value of the Reynolds
number, the flow is fully turbulent.

The sphere is centered at the origin of the axes, and a box is respectively
extended 20d and 60d upstream and downstream the direction of the flow; the box
size is 30d in both the x2 and x3 directions. As boundary conditions, we consider
adiabatic solid walls at the surface of the sphere [16] and far field on all faces of the
box. We use a grid with 24,704 hexahedral elements. Figure 5 shows the mesh near
the sphere. The colors indicate the solution polynomial order used in each cell. The
quality of the elements is good in the boundary layer region whereas in the other
portion of the domain the quality is fairly poor. This choice is intentional and is
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Time derivative of the kinetic energy
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Fig. 4: Evolution of the time derivative of the kinetic energy for the Taylor-Green
vortex at Re = 1600, M = 0.05.

Fig. 5: Polynomial degree distribution for the mesh around a sphere; gray p = 2,
orange p = 3, blue p = 6, and green p = 4.

(Cb)
Munson et al. [37] | 0.412
Present 0.416

Table 9: Time-average drag coefficient of a sphere at Re = 2000, M = 0.05.

for the purpose of demonstrating the performance of the algorithm on nonideal
grids.

We compute the time-average value of the drag coefficient, (Cp), and we com-
pare it with the value reported in literature [37]. From Table 9, we can see that
the computed time-average drag coefficient matches very well the reference value.
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Fig. 6: Evolution of the discrete spatial integral of the entropy function.

8.5 Entropy conservation of the fully-discrete explicit discretization

To conclude the numerical results section, we demonstrate the entropy conserva-
tion of the fully-discrete explicit discretization of the compressible Navier—Stokes
equations by integrating in time the system of ODEs, which arise from the spatial
discretization with an explicit relaxation Runge—Kutta scheme [46]. As shown in
Refs. [34,46], the term “relaxation” represents a general approach that allows any
Runge-Kutta method to preserve the correct time evolution of an arbitrary func-
tional, without sacrificing the linear covariance, accuracy, or stability properties of
the original method. In the context of the compressible Euler and Navier—Stokes
equations, the relaxation Runge-Kutta scheme is constructed to preserve the dis-
crete entropy function obtained from the spatial discretization. This leads to a
fully discrete algorithm that is entropy conservative or entropy stable if the spa-
tial discretization is entropy conservative or entropy stable, respectively.

As a model problem, we again use the propagation of an isentropic vortex and
we analyze the time evolution of the entropy function, which for the current set-
ting must be zero. The same grid and solution polynomial distribution shown in
Figure 3a is used for this test case. To achieve entropy conservation at the spa-
tial level, all the dissipation terms used for the interface coupling are turned off,
including upwind and interior penalty SATSs. The fourth-order accurate Dormand—
Prince method [23], with and without a relaxation algorithm, are used. We show
the entropy variation in Figure 6. The entropy is conserved up to machine (dou-
ble) precision using relaxation, whereas, without relaxation, the solution shows
significant essentially monotone changes in the total entropy function.



42 David C. Del Rey Fernandez et al.

9 Conclusions

In this paper, the p-refinement/coarsening algorithms in [19,20,18] are extended
to arbitrary h/p-refinement/coarsening. To obtain an algorithm for which the dis-
crete GCL conditions are solved for element by element, the surface metric terms
need to be localized to the small elements on an h-refined face. The discrete GCL
conditions are then solved using the procedure in Crean et al. [14]. The resulting al-
gorithm is entropy conservative/stable, elementwise conservative, and free-stream
preserving. Finally, the algorithm is shown to retain the accuracy and stability
characteristics of the original conforming scheme [5,42] on a set of test problems
and, when coupled with relaxation Runge—Kutta schemes [46], yields a fully dis-
crete entropy conservative/stable scheme.
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A Implementation details for the discretization of the
convection-diffusion equation

The expanded version of the discretization in Egs. (26), (27), (28), and (29) gives further in-
sight into the implementation of the algorithm. However, the compact formulation relies on
the use of tensor-products and notational abstractions which can obscure how to implement
the algorithm in practice. In this appendix, we try and expand the algorithm in pseudocode
to help the interested reader. We present a simple approach to implementing the algorithm,
where we make no claim to computational efficiency. Indeed, this is a difficult task because
efficiency, particularly in the context of high-performance computing, relies on numerous fac-
tors. Nevertheless, we hope that what is presented in this appendix is helpful in obtaining a
first version of the algorithm.

Assuming that the metric terms have already been computed, the steps in constructing a
right-hand side evaluation for time advancement are as follows:

1. Construct and store the auxiliary flux variables 6,
— Compute the on element derivative Dé u
a

— Compute the SATs

Mes

2. Compute the on element inviscid derivative (Déz [j,.@ aaf; ] + [JAN %] Déz) u for each

Il
—

of the Cartesian directions

3 N
3. Compute the on element viscous derivative (Dél [Cl.ﬂ] Ha) u for each of the Cartesian
=1
directions
4. Compute the inviscid SAT's

5. Compute the viscous SATs

Of course, one can combine the two on element computations and similarly the computation
of the SATs.

While tensor-products are used to describe the SBP operators, storing and applying the
resulting sparse matrices is not computationally advisable. In a general code that handles
arbitrary SBP operators, the SBP matrices could be stored in compressed sparse row format.



1
2
3
1

]

SR
S © W ~

= AW N

NN NN NN N
®© o (XIS

19

50

46 David C. Del Rey Fernandez et al.

However, such a choice has important storage and computational implications. Instead, one
can take advantage of the tensor-product nature and apply the operators node by node. For
example, the following code applies an SBP operator in a specified direction:

function du = derivative(u,D,N,direction)

% u = solution vector organized with xi_3 varying most rapidly,
% followed by xi_2, and then xi_1

% D = one-dimensional SBP derivative operator

% N = number of nodes in each direction

% direction = 1,2,3 for xi_1, xi_2, xi_3

du = zeros(N"3,1);

if (direction==1)

cnt = 1;
stride = N~2;
for i = 1:N
for j = 1:N
for k = 1:N
for ¢ = 1:N
du(cnt,1) = du(cnt,1)+D(i,c)*u(cnt+(c-i)*stride);
end
cnt = cnt+1l;
end
end
end
elseif (direction==2)
cnt = 1;
stride = N;
for i = 1:N
for j = 1:N
for k = 1:N
for ¢ = 1:N
du(ecnt ,1) = du(cnt,1)+D(j,c)*ulcnt+(c-j)*stride);
end
cnt = cnt+1;
end
end
end
elseif (direction==3)
cnt = 1;
stride = 1;
for i = 1:N
for j = 1:N
for k = 1:N
for ¢ = 1:N
du(cnt ,1) = du(cnt,1)+D(k,c)*u(cnt+(c-k)*stride);
end
cnt = cnt+1;
end
end
end
end

For the first step, we compute the on element contribution of the viscous fluxes D; u using

the derivative function. Next, we apply the SATs, which are constructed from on element face
and off element face contributions. However, before presenting the generic code, we take some
time to decompose the conforming and nonconforming viscous SATs. The conforming SAT for
the L element abutting the R element is constructed as

sam, = P {(en (en)T PO @ PPy, — (ex (e1)T © PP @ POP) )y }

(75)
Manipulating the tensor products gives

SAT}, = % {(P“’f’)f1 en®In® IN} {(hewvely)u - (folvely)un}. (76
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The action of (eITV RN ® IN) on uy, is to construct a vector of size N x N of the values of

uy, at the nodes of the joint surface. Similarly, the action of (elT Ry ® IN> is to construct a

vector of size N X N of ur a the nodes of the joint surface. The difference is then computed
and this is inserted back onto the appropriate locations in the right-hand side vector, scaled

by 1/PUD)(N,N) by {(PUP)) ey @1y @1 .
We now analyze the nonconforming SAT in the same way; we reproduce here for conve-
nience the SAT given in the body of the paper:

1 T
SAT, = —5P! {(ek (k) ePiPe P(LlD)) ur,

! RAT o 5@D) (1D) ()
- Z (eI;\, (‘31 f) ® Py, I2thoL ® Py, I?F){ftoL> UR ;
f=1
Performing similar manipulations as before gives
SAT, — L p(1D) -1 L L oL
L=3 (L ) ey QI &Iy
(78)

4
(k) ok ok )u =3 (€)@ @)

=1

. . . . Ry T 2 3
The only matrix that has changed is the one acting on ugr;, ie., ((el ) ® IthoL ® IRf tol, |-

Loosely speaking, this matrix interpolates ugR, to the face nodes of element L (it does not
exactly interpolate, rather the combination of the 4 operators interpolates a function from the
face of the macro element to the face of the L element).

With this background, the SAT can be generically viewed as creating a flux difference
between the on element face flux and an off element numerical face flux, which is then scaled
by the norm matrix and positioned in the appropriate locations in the right-hand side vector.
Thus, a generic code for computing these SAT's contributions is

sat = function sat_scalar(f_on,f_num,P,N,face)

% f_on = is the on element face flux

% f_num = is the numerical face flux composed of the off element flux and possibly the
% on element flux

% P = is the one-dimensional SBP norm matrix

% N = number of nodes in each direction for the element where f_on is coming from
% face = 1,2,3,4,5,6 where

% 1 = face where xi_1 is minimum

% 2 face where xi_1 is maximum

YA 3 = face where xi_2 is minimum

% 4 = face where xi_2 is maximum

% 5 = face where xi_3 is minimum

P2 6 = face where xi_3 is maximum

% Note that this constructs the difference and appropriately scales it

% with the norm matrix. You then have to place the result in the appropriate
% locations in your right-hand side vector.

df = f_on-f_num;

%-set the negative of the component of the outwardfacing normal
if ((face==1)||(face==3)||(face==5))

nxi_neg = 1;

pinv = P(1,1);

else

nxi_neg = -1;

pinv = P(N,N);
end

sat = nxi_neg*pinv*df;
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Thus, for the conforming case, in matrix nomenclature what is being passed is

fon = ((e%\,)T I%® lk,) ur,

In the nonconforming case, the only thing that changes is frnum, which is given as

Frnum = % (.fon+ (erlr®|N®|N> uR) .

4
1 R\ T
fnum - 5 .fon + Z ((31 f) ® |12’{ftoL ® Igf{ftoL) uRf
f=1

Next, the inviscid derivatives are computed. As for the viscous fluxes computation, we can
construct an approach that does not use matrix multiplication of the sparse matrices sz and

[T 25

] . The following function performs the required operations:

function du = derivative_curv(u,Jdxidx,D,N,m)
% u = solution vector organized with xi_3 varying most rapidly,
% followed by xi_2, and then xi_1

% Jdxidx = array orgnaized as (xi_1,xi_2,xi_3,1:9), where

Jdxidx (i, j,k,1) =

Jdxidx (i,j,k,3)
Jdxidx (i,j,k,4)
Jdxidx (i,j,k,6)
Jdxidx (i,j,k,7)
Jdxidx (i,j,k,9)

Jdxi_1/dx_1,
= Jdxi_1/d4x_3
= Jdxi_2/dx_1,
= Jdxi_2/dx_3
Jdxi_3/dx_1,
Jdxi_3/dx_3

Jdxidx (i,j,k,2) =

Jdxidx (i,j,k,5)

Jdxidx (i,j,k,8)

Jdxi_1/dx_2,
Jdxi_2/dx_2,

Jdxi_3/dx_2,

% D one-dimensional SBP derivative operator
% N = number of nodes in each direction
% m = Cartesian coordinate direction 1,2,3 for x_1, x_2, x_3
if (m==1)
d_xi_1 = 1;% which metric in the xi_1 direction
d_xi_2 = 4;% which metric in the xi_2 direction
d_xi_3 = 7;% which metric in the xi_3 direction
elseif (m==2)
d_xi_1 = 2;
d_xi_2 = 5;
d_xi_3 = 8;
elseif (m==3)
d_xi_1 = 3;
d_xi_2 = 6;
d_xi_3 = 9;
end
du = zeros(N~3,1);
cnt = 1;
s_xi_1 = N~2;% stride in the xi_1 direction
s_xi_2 = N ;% stride in the xi_2 direction
s_xi_3 =1 ;% stride in the xi_3 direction
for i = 1:N
for j = 1:N
for k = 1:N
for ¢ = 1:N
du(cnt) = du(cnt)+...
0.5%D(i,c)*u(cnt+(c-i)*s_xi_1,1)*(Jdxidx(i,j,k,d_xi_1)+...
Jdxidx(c,j,k,d_xi_1) DR
0.5%D(j,c)*u(cnt+(c-jl*s_xi_2,1)*(Jdxidx(i,j,k,d_xi_2)+...
Jdxidx (i,c,k,d_xi_2) DR
0.5*D(k,c)*u(cnt+(c-k)*s_xi_3,1)*(Jdxidx(i,j,k,d_xi_3)+...
Jdxidx(i,j,c,d_xi_3) N
end
cnt = cnt+1l;
end
end
end

The remaining computations can be carried out by reusing the above functions. Thus, the
viscous fluxes can be computed using the derivative function, where the 8, fluxes need to be
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scaled by [Cl,a] . Moreover, the inviscid and viscous SATs can be computed using the sat_scalar

function with the appropriate construction of £_on and f_num.

B Implementation details for the entropy conservative discretization

The viscous terms follow directly from the discretization of the viscous terms in the convection-
diffusion equation. However, the introduction of the Hadamard product in the inviscid terms
requires further explanation.

We start first with the derivative operator and as in the convection-diffusion context we do
not implement the operator by multiplying out matrices and taking the Hadamard product.
Instead, we proceed pointwise. The following code illustrates how to compute

3 . .
- 0§ - 0§
D; |Je=—| + |Je=—| Ds | oFs,, (g,9) 1.
; gl K 8(I?m K 8£Em El x (q q)
function dq = derivative_curv_Hadamard(q,Jdxidx ,D,N,m)

1
2 % q = solution vector (vector of conservative variables)
3 % organized with xi_3 varying most rapidly, followed by
1 % xi_2, and then xi_1 and is of size (N"3,5)
5 % Jdxidx = array orgnaized as (xi_1,xi_2,xi_3,1:9), where
6 % Jdxidx(i,j,k,1) = Jdxi_1/dx_1, Jdxidx(i,j,k,2) = Jdxi_1/dx_2,
7 % Jdxidx(i,j,k,3) = Jdxi_1/dx_3
8 % Jdxidx(i,j,k,4) = Jdxi_2/dx_1, Jdxidx(i,j,k,5) = Jdxi_2/dx_2,
o % Jdxidx(i,j,k,6) = Jdxi_2/dx_3
10 % Jdxidx(i,j,k,7) = Jdxi_3/dx_1, Jdxidx(i,j,k,8)
11 % Jdxidx(i,j,k,9) = Jdxi_3/dx_3

Jdxi_3/dx_2,

13 % D one-dimensional SBP derivative operator
14 % N = number of nodes in each direction
15 % m = Cartesian coordinate direction 1,2,3 for x_1, x_2, x_3

16 % Note that flux_fun is a function that calculates the two-point flux
17 % functions using, for example, the Chandrashekar flux function in the
18 % m Cartesian direction

20 if (m==1)

21 d_xi_1 = 1;% which metric in the xi_1 direction

22 d_xi_2 = 4;% which metric in the xi_2 direction

23 d_xi_3 = 7;% which metric in the xi_3 direction

24 elseif (m==2)

25 d_xi_1 = 2;

26 d_xi_2 = 5;

27 d_xi_3 = 8;

28 elseif (m==3)

29 d_xi_1 = 3;

30 d_xi_2 = 6;

31 d_xi_3 = 9;

32  end

33 dq = zeros(N"3,1);

34

35 cnt = 1;

36 s_xi_1 = N"2;% stride in the xi_1 direction

37 s_xi_2 =N ;% stride in the xi_2 direction

38 s_xi_3 =1 ;% stride in the xi_3 direction

30 for i = 1:N

40 for j = 1:N

11 for k = 1:N

12 for ¢ = 1:N

43 flux1l = flux_fun(q(cnt,:),q(cnt+(c-i)*s_xi_1,:),m);
44 flux2 = flux_fun(q(cnt,:),q(cnt+(c-j)*s_xi_2,:),m);
45 flux3 = flux_fun(q(cnt,:),q(cnt+(c-k)*s_xi_3,:),m);
16 dq(cnt,1) = dg(cnt,1)+...

47 D(i,c)*fluxl*(Jdxidx(i,j,k,d_xi_1)+Jdxidx(c,j,k,d_xi_1))+...
18 D(j,c)*flux2*(Jdxidx(i,j,k,d_xi_2)+Jdxidx(i,c,k,d_xi_2))+...

49 D(k,c)*flux3*(Jdxidx(i,j,k,d_xi_3)+Jdxidx(i,j,c,d_xi_3));
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end
cnt = cnt+1;
end
end
end

Note that as stated in the code, the function flux_fun needs to be furnished. This is the
function that computes the two point-fluxes and can be constructed, for example, using the
approach of Chandrashekar [13].

We will reuse the SAT routine used in the convection-diffusion discretization. In order to
see how this can be done, consider first that the Hadamard product between two matrices
is the pointwise multiplication of the entries of the matrices. This means that the sparsity
pattern of the left matrix must be preserved (and of course any additional sparsity in the
right matrix). Examining the matrices involved in the SAT's leads to the conclusion that only
the solution at the nodes of the elements on either side of the interface are involved. Further
careful examination of the matrices involved in the SAT calculation and taking advantage of
the property of Hadamard products that C (A oB) = (CA) o B, if C is diagonal, leads to the
conclusion that the SAT, for example on element L, can be rearranged as

-1
SAT, = ((P(lee%v) @Ik ®I%® |5)

3 (79)

4
r 2 3 r r \qT
Z Fam (UL) - Z (IthoL ® IR o1, ® 'f) oFz,, (ququ) 1g,
=1 =1

2
The vector 1£f is a vector of ones of size (NRf> X 5 and

RA\T R R
((elf) OINf®INf®|5) qR;>

ie., q{ and qg are vectors that contain the solution at the nodes of the interface of the L

T
4 = ((e%\,) ol% ®|%\1®|5) qv, qgf

and Ry elements, respectively.
Now, we can see that the SAT is nothing more than a difference between two fluxes. We

-1
reiterate that the action of ((PSD)eI&,) ® II](] ® I%\, ® |5) is to scale the flux. The only object

that is uncommon is <|12'{ftoL ® I%{ftoL ® If> o Fa,, (uf,uﬁf) lﬁf. The code for computing
this flux is given below.

function flux_on = interpolated_flux_Hadamard(q_on,q_off,Ioff2on1,Ioff20n2,...
N_on,N_off ,m)

% q_on, q_off = values of the solution at the interface on and off the

% element, respectively

YA organized with xi_3 varying most rapidly,

% followed by xi_2, and then xi_1 and is of size (Non~"3,5) or (Noff~3,5)
% Ioff2onl, Ioff20on2 = one dimensional interpolation operator in the two

% coordinate directions on the face

% N_on, N_off = number of nodes in each computational direction

% m = Cartesian coordinate direction 1,2,3 for x_1, x_2, x_3

% Note that flux_fun is a function that calculates the two-point flux functions
% using, for example, the Chandrashekar flux function in the m Cartesian

% direction

flux_on = zeros(N_on"2,size(q_on,2));
cnt_on = 1;
for i_on = 1:N_on

for j_on = 1:N_on

cnt_off = 1;
for i_off = 1:N_off
for j_off = 1:N_off
num_flux = flux_fun(q_on(cnt_on,:),q_off (cnt_off,:),m);
flux_on(cnt_on,:) = flux_on(cnt_on,:)+...
Ioff2on1(i_on,i_off)*Ioff20on2(j_on,j_off)*num_flux;
cnt_off = cnt_off+1;
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end
end
cnt_on = cnt_on+1;
end
end

Finally, f_on= F,, (q{) and f_num= % (fzm (q{) + fstar), where fstar = interpolated_flux_Hadamard(...).
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